
DESIGNED BY

DRAWN BY

CHECKED  BY APPROVED BY

RELEASED FOR CONSTRUCTION

DATE

CAD  DRAWING  NO.

DRAWING  NO.

DRAWING  TITLE

LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE 

BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN LOCATIONS 

ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE OBTAINED 

FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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BEAVERDAM CREEK
PROPOSED SITEWORKS

B.6-EMANAGER,
PLANNING AND LAND USE DIVISION

16.316 M

3 New Prairie Cascade Willow Trees
(Salix x 'Prairie Cascade')
Location To Be Determined On Site

Available Area for Proposed Play 
Equipment and All Site Work
+/- 470 m2

Existing Sand Areas To Be Excavated
and Replaced with 300mm Playstone if

Part of New Play Area, or Sod if Not
Part of New Play Area

Re-located Existing Picnic Table 
Location To Be Determined On Site
Limestone Base to be Approx. 2.0m x 
3.0m 

Existing Sandbox To Remain

Proposed New Play Area(s) to be
Excavated and Replaced with 6mm

Playstone to 300mm Depth and Edged
with Concrete Curbing

Existing Picnic Table to be Re-located 
on Site and Replaced with New 
Accessible Picnic Table c/w Limestone 
Base and Anchors 

PICNIC TABLE GRAVEL BASE  DETAIL (scale 1:20)

50mm - 6mm DOWN CRUSHED LIMESTONE

100mm COMPACTED 19mm 
DOWN CRUSHED LIMESTONE

Existing Finished Grade

3.0m x 2.0m

COMPACTED SUB-GRADE

1%

100mm to 150mm

100mm DIA. x 300mm LENGTH
WEEPING TILE MATERIAL SLICED
ON A 45 DEGREE ANGLE AND WRAPPED
AROUND BASE OF TREE

EXISTING FINISHED GRADE

REMOVE BURLAP, TWINE OR WIRE
BASKET FROM TOP 1/3 OF ROOTBALL

2-3 x DIA. OF ROOT BALL
MIN. 1 500mm

TREE SET PLUMB

PIT TO BE DUG
WITH BACKHOE
NOT TREE SPADE

WOOD CHIP MULCH

25
75

METAL 'T'-STAKE ON TWO SIDES 
(WHERE REQUIRED)

TREE TIES

DECIDUOUS TREE PLANTING (scale 1:50)

CONCRETE EDGING DETAIL (scale 1:20)

75

300mm Depth Safety Stone

Compacted Subgrade

150 X 280mm
30 MPa Concrete Edging

Curb c/w 2#15m Rebar Cont.
10m Ties @ 600 o.c.

Compacted 19mm Dia. Down
Limestone

20mm Rounding All
Curb Edges

15
0

400 Finished Grade
Sod and Topsoil

10%

2m

55

+/
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80

Existing Grade

19
5

Meet Existing Grade
@ 2m from Curb


