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PART E – SPECIFICATIONS 

Revise: E2.2 (a) LED units shall properly fit within all ITE conforming Traffic Signal Heads for eight (8) inch or twelve 
(12) inch signal sections as per design and Pedestrian Signal Heads for twelve (12) inch by twelve 
(12) inch signal sections as per design; 

 

ADDENDUM NO. 2  
BID OPPORTUNITY NO. 41-2005   

 
Corporate Finance Department 
Materials Management Division 

SUPPLY AND DELIVERY OF LED SIGNAL RETROFIT UNITS  

ISSUED: February 07, 2005   
BY: Ken M. Stelmack, C.P.P., C.P.M., C.I.M. /k 
TELEPHONE NO.  (204) 986-2293 URGENT 

PLEASE FORWARD THIS DOCUMENT TO 
WHOEVER IS IN POSSESSION OF THE BID 
OPPORTUNITY 
 

 
THIS ADDENDUM SHALL BE INCORPORATED 
INTO THE BID OPPORTUNITY AND SHALL 
FORM A PART OF THE CONTRACT 
DOCUMENTS 
Template Version: A20041223 

 
  

 

Please note the following and attached changes, corrections, additions, deletions, information and/or instructions 
in connection with the Bid Opportunity, and be governed accordingly.  Failure to acknowledge receipt of this 
Addendum in Paragraph 8 of Form A: Bid may render your Bid non-responsive.  


