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PART E – SPECIFICATIONS 
 
Section 15100-00 
 
Delete: 3.3.4  

Section 15200-000 
 
Revise:  3.19.4 to read All HP, GOX, OZO and OZG piping that is supplied as passivated by the Contractor or 

by the City and that is subsequently welded during the performance of the Work shall 
be re-pickled and re-passivated (internally) in accordance with 3.19.1.  

Section 16431 
 
Revise:  2.1.4.1 to read Provide a multi-port communication card that will support communications via three 

independent ports: 

Add:  2.1.4.1.1 One (1) RS-232C/RS-485, and one (1) RS-485 

Add: 2.1.4.1.1.1 Protocols: ION, Modbus RTU 

Add: 2.1.4.1.1.2 Baud rate: RS-232, 300 bps to 115,200 bps. 

Add: 2.1.4.1.1.3 Baud rate: RS-485, 300 bps to 57,600 bps. 

Add: 2.1.4.1.2 Ethernet port: 

Add: 2.1.4.1.2.1 Protocols: ION, Modbus TCP. 

Add:  2.1.4.1.2.2 10Base-FL, 

Add:  2.1.4.1.2.3 Simultaneous communications using ION and Modbus TCP protocols 

Delete: 2.1.4.2 
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Delete: 2.1.4.3 

Delete: 2.1.4.4 


