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Existing Trees To Remain
And Be Protected

3m (10') Protection Zone

Existing Swing Set
Replace 2 Seats with Infant (Bucket) Seats
c/w Chains and Hangers
Excavate Area As Required
And Top Up To Achieve
300mm (12") Depth Torpedo Sand

Existing Swing Set
Excavate Area As Required
And Top Up To Achieve
300mm (12") Depth Torpedo Sand

New Senior Swing Set
4 Belt Seats
Excavate Area As Required
And Top Up To Achieve
300mm (12") Depth Torpedo Sand

New Arch Junior Swing Set
3 Bucket Seats, 1 Belt Seat
Excavate Area As Shown
And Top Up To Achieve
300mm (12") Depth Torpedo Sand

Custom "Royal Carriage"
Refer to Drawing #148640A
and Drawing L6

Sand Safety Base
250mmm (10") Depth
Minimum 2m From
Play Equipment All Sides

2 Spring Toys
"Galloping Horses"

1 Spring Toy
"Baby Dragon"
See Drawing L6

2 'Alfa Maxi' Waste Receptacles
Granular Pad
Min. 1m all sides.
Locations to be Confirmed
On Site By Contract Administrator .
Slope to Drain Away From
Waste Receptacle @ 2%.

Asphalt Path / Ramp

"Castle" Playstructure
Refer to Drawing # 37839A-1

Barkman Roman Pisa
Retaining Walls
Refer to Drawing L5

Sod Slope

Sand Safety Base
300mm (12") Min. Depth
Minimum 2m From
Play Equipment All Sides
Refer to Drawing L5

'Alfa Maxi' Waste Receptacle
Granular Pad / Path
Slope to Drain Away From
Waste Receptacle @ 2%.

Relocate Rocks From
Tunnel Area - Edge Path Area

New Backless Bench
SCD-121

Picnic Shelter

2 Play Panels

Raise and Grade Path Area 
To Drain Away from Path
As Directed On Site.
Install Wood Chips.

Sod

Sod

Sod

"Treehouse" Playstructure
Refer to Drawing #4640

Crown Sod Edge
To Retain Sand

Berm

4 Pods to Connect
Structures

Asphalt Path / Ramp


