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EXCHANGE DISTRICT PAVING & PLANTING 
DETAILS06-040-L03

RELEASED FOR REVIEW0 8/30/06 RGM
RELEASED FOR TENDER1 8/31/06 RGM
ADDENDUM 12 9/11/06 RGM

102mm X 204mm (4" x 8") 
ENDICOTT  CLAY PAVERS 
COLOUR DARK IRONSPOT

102mm X 204mm (4" x 8") 
HALF-HOLLAND PAVERS 
NATURAL COLOUR

60mm DEPTH ENDICOTT DARK IRONSPOT PAVER 
15mm DEPTH SAND LEVELING COURSE 

100mm DEPTH CONCRETE 
REGRADE EXISTING GRANULAR BASE TO SUIT

SLOPE TO DRAIN
VARIES

VARIES

424±

TO SUIT PAVERS 
WITHOUT CUTTING

424±

TO SUIT PAVERS 
WITHOUT CUTTING

150
FLEXCEL JOINT 
AT BUILDING

75

2

2

CONCRETE WALKWAY PAVING SECTION
SCALE: 1:20
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L03

0 1m 2m

0 1m 2m

102mm X 204mm (4" x 8") 
ENDICOTT  CLAY PAVERS 
COLOUR DARK IRONSPOT

102mm X 204mm (4" x 8") 
HALF-HOLLAND PAVERS 

NATURAL COLOUR

60mm DEPTH ENDICOTT IRONSPOT PAVER 
15mm DEPTH SAND LEVELLING COURSE 

REGRADED & RECOMPACTED  
EXISTING BASE TO SUITSLOPE TO DRAIN

VARIES

VARIES

150 MUNIC PAVERS 
COLOUR TAN

2

REGRADED PAVER WALKWAY PAVING SECTION
SCALE: 1:20

2

L03

CL

102mm X 204mm (4" x 8") 
HALF-HOLLAND PAVERS 
NATURAL COLOUR

102mm X 204mm (4" x 8") 
ENDICOTT CLAY PAVERS 
COLOUR DARK IRONSPOT

102mm X 204mm (4" x 8") 
ENDICOTT CLAY PAVERS 
COLOUR DARK IRONSPOT

1100 R

2

2

ENTRY PAVING DETAIL
SCALE: 1:75
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L03

1 2 3 4 5m0
SECTION A-A TREE WELL CONSTRUCTION & PLANTING

1 COURSE HALF-HOLLAND PAVERS 
NATURAL COLOUR

1 COURSE ENDICOTT CLAY PAVERS 
COLOUR DARK IRONSPOT  
RUNNING BOND PATTERN

LEDGE FOR TREE GRATE 
WHERE SPECIFIED

2

A

A

GUY WIRE
9 GAUGE FLEXIBLE

NON-CORROSIVE
STRAND WIRE

REMOVE BURLAP 
FROM TOP1/3 OF 

ROOT BALL

MULCH 75mm (3") DEPTH

T RAIL IRON STAKES
38x38x5x2500mm
(1 1/2"x1 1/2"x1/4"x8'-0")
PAINT WITH BLACK PRIMER

TREE GRATE
AS SPECIFIED

WATERING PIPE
75mm (3") Ø  FILLED W/
CLEAN WASHED STONES
LOCATE AT ONE CORNER
ADJACENT TO CURB &
OPPOSITE INSIDE CORNER

TOPSOIL

SCARIFY BOTTOM
OF TREE WELL TO 
150mm (6") DEPTH

COMPACTED 
SUBGRADE

150
MIN.

TREE PROTECTION
13mm (1/2") Ø

GARDEN HOSE 
OVER GUY WIRE

DETAIL 'B'

2

DETAIL 'B' CONC. TREE WELL CURB SECTION

TREE WELL DETAIL
SCALE: NTS
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50

200

22
5

150 C.I.P. CONCRETE TREE WELL CURB
REINF. W/ 10M CONT.
LIP TO SUIT THICKNESS
& SIZE OF TREE GRATE 2


