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Corporate Finance Department

~ Materials Management Branch 185-2007 ADDENDUM 3

Winnipeg
HOURLY RATES FOR HIRED EQUIPMENT SERVICES FOR THE BRADY
ROAD LANDFILL FOR THE PERIOD JULY 1, 2007 TO JUNE 30, 2012
ISSUED:  March 30, 2007
BY: Debbie Shkolny
URGENT TELEPHONE NO. (204) 986-2249
PLEASE FORWARD THIS DOCUMENT TO THIS ADDENDUM SHALL BE INCORPORATED
WHOEVER IS IN P ESSION OF THE BID INTO THE BID OPPORTUNITY AND SHALL
OPPOORTUN?FY OSSESSION O FORM A PART OF THE CONTRACT
DOCUMENTS

Please note the following and attached changes, corrections, additions, deletions, information and/or instructions

___in connection with the Bid Opportunity, and be governed accordingly. Failure to acknowledge receipt of this

Addendum in Paragraph 10 of Form A: Bid may render your Bid non-responsive.

PART B — BIDDING PROCEDURES

Revise B2.1 to read: The Submission Deadline is 4:00 p.m. Winnipeg time, April 4, 2007

PART E — SPECIFICATIONS

Replace E11.2 with the following:
E11.2 Crawler Tractor with Blade

E11.2.1 Up to two (2) crawlers with blades shall be provided as required. These crawlers must have a
minimum fly wheel power 212 kW (285 HP) and a minimum operating weight of 32,000 kg (70,560
Ib);

E11.2.2 The blades must be hydraulically controlled with a minimum capacity of 24 m® (31.4 yd®) and
designed for refuse and must not impede operators' visibility.

E11.2.3 The crawlers must be equipped with a ROPS cab, heater, wipers, powershift transmission, strobe
beacon light, Backup alarm (78 decibels minimum), and equipped with front headlights and rear work
lamps.

E11.2.4 These units will be used to stack refuse and place cover material as well as assist the crawler tractor
and scraper units in the pickup of excavated material.

Replace E11.3 with the following:
E11.3 Crawler Tractor with Ripper

THIS UNIT, AT THE CONTRACTOR'S OPTION, MAY BE THE CRAWLER PROVIDED UNDER
SECTION E11.2 EQUIPPED WITH A RIPPER.

E11.3.1 The crawler must have a minimum flywheel power 212 kW (285 HP) and a minimum operating weight
of 32,000 kg (70,560 Ib) and be equipped with a hydraulically controlled single shank ripper.

E11.3.2 Crawler must be equipped with a powershift transmission, backup alarm (78 decibels minimum), and
equipped with front headlights and rear work lamps.



