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2 ADJUSTABLE
SHELVES

P.LAM COUNTER TOP
c/w 100mm BACK SPLASH

2 DRAWERS

2 ADJUSTABLE
SHELVES

KICK SPACE

SINGLE BOWL
S. STEEL SINK

FIXED
PANEL P.LAM COUNTER TOP

c/w 100mm BACK + SIDE
SPLASHS

FIXED PANEL

+_

TYPE "A"

20
32

m
m

50
m

m 50mm 914mm 50mm

TYPE 1

20
32

m
m

914mm

TYPE 2

20
32

m
m

914mm

TYPE 3

20
32

m
m

914mm

INSECT
SCREEN

INSULATED
GLASS

914 x 2032 x 44mm HOLLOW METAL TYPE 2 DOOR IN A TYPE 'A' HOLLOW METAL FRAME
ALLMAR FG2 STEEL DOOR WITH REMOVABLE INSECT SCREEN PANELS

HARDWARE:
1 1/2 PAIR BUTTS - HEAVY DUTY BEARING
9507 EXTERIOR DOOR PULL c/w 100x400mm PLATE
KIIA PUSH PLATE c/w 100x400mm PLATE
LCN - 1370 DOOR CLOSER

914 x 2032 x 44mm HOLLOW METAL TYPE 3 DOOR IN A TYPE 'A' HOLLOW METAL FRAME
ALLMAR FG2 STEEL DOOR WITH INSULATED TEMPERED GLASS INSERT PANELS
+ R11 POLYURETHANE FILL INSULATION

HARDWARE:
1 1/2 PAIR BUTTS - HEAVY DUTY BALL BEARING
D SERIES - SCHLAGE PASSAGE SET - ORBIT DESIGN - 626 FINISH
DEADBOLT - SCHLAGE B660 DEADBOLT
DOOR STOP - S100 DOME FLOOR MOUNTED STOP
ALUM. THRESHOLD c/w DOOR SWEEP + PERIMETER JAMB + HEAD
FRAME WEATHERSTRIPPING

914 x2032 x 44mm SOLID CORE MASONITE PAINT GRADE TYPE 1 DOOR
IN A TYPE 'A' HOLLOW METAL FRAME

HARDWARE:
1 1/2 PAIR BUTTS - HEAVY DUTY BALL BEARING
9507 EXTERIOR DOOR PULL c/w 100X400mm PLATE
KIIA PUSH PLATE c/w 100x400mm PLATE
LCN - 1370 DOOR CLOSER
DOOR STOP - 3100 DOME FLOOR STOP

914 x2032 x 44mm SOLID CORE MASONITE PAINT GRADE TYPE 1 DOOR
IN A TYPE 'A' HOLLOW METAL FRAME

HARDWARE:
1 1/2 PAIR BUTTS - HEAVY DUTY BALL BEARING
LOCKSET- SCHLAGE D-SERIES LOCKSET - ORBIT DESIGN - 626 FINISH
DOOR STOP - S100 DOME FLOOR MOUNTED STOP

914 x 2032 x 44mm HOLLOW METAL TYPE 1 DOOR IN A TYPE 'A' HOLLOW METAL FRAME
c/w R11 POLYURETHANE INSULATION

HARDWARE:
1 1/2 PAIR BUTTS - HEAVY DUTY BALL BEARING
LOCKSET- SCHLAGE D-SERIES LOCKSET - ORBIT DESIGN - 626 FINISH
DEADBOLT - SCHLAGE B660 DEADBOLT
LCN - 1370 DOOR CLOSER
ALUM. THRESHOLD c/w DOOR SWEEP + PERIMETER JAMB + HEAD
FRAME WEATHERSTRIPPING

PROVIDE HEAVY DUTY PADLOCK TO SLIDING DOOR HASP.

PROVIDE HEAVY DUTY PADLOCK TO SLIDING DOOR HASP.

GENERAL NOTE:
ALL LOCKSETS + DEADBOLTS ARE TO BE KEYED TO MASTER KEY
PROVIDE 6 COPIES OF MASTER KEY

D100

D101

D102 + D103

D104 + D105

D106 + D107
TO COLD

STORAGE
BUILDING

D108 TO FUEL
STORAGE BLDG

D109 TO FERTIZER
STORAGE BUILDING

DOOR SCHEDULE

MILLWORK ELEVATION A
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DOOR TYPE

MILLWORK NOTES

ALL INTERIOR + EXTERIOR SURFACES OF CABINETE TO
BE PREFINISHED MALEMINE - C/W SOLID PVC EDGING
- COLOUR TO FUTURE SELECTION

PREFINIHSED METAL GUTTER
OVER PREFINISHED FASCIA COVER 
OVER STEP LANDING WIDTH ONLY

FRAME DOWN OVERHANG AT 
EXTENDED ENTRY DECK

50mm DIAM. WELDED STEEL TUBE 
LANDING GUARDRAIL - PAINT
BOLT UPPER RAIL TO SOLID
BLOCKING WITHIN WALL FRAMING

WELDED GALV. BAR GRATING
BOLTED TO 150mm STEEL CHANNEL
LANDING FRAMING

100 mm DEPTH LAYER OF 19 mm DIA. CRUSHED 
LIMETONE DOWN, OVER WEED BARRIER 
UNDERNEATH FULL FOOTPRINT OF STEPS, AS WELL 
AS 915 mm WIDTH OF GRAVEL AROUND COMPLETE 
PERIMETER OF THE BUILDING.

400mm DIAM. x 6000mm DEEP CAST-IN
PLACE FRICTION PILE. SEE FOUNDATION 
PLAN - SONOTUBE FORM EXPOSED TOP

2-19mm DIAM. x 300mm LONG
ANCHOR BOLTS TO PILE TOP

GRIP STRUT STAIR 
TREADS - BOLT TO 
STEEL CHANNEL 
FRAMING

THRU BOLT LANDING FRAMING
TO RIM BOARD 16mm DIAM. BOLTS @ 400 O.C.

ALUM. THRESHOLD
SEE SPEC.

INSULATED STEEL DOOR AND FRAME
SEE SPEC.

LINE OF OVERHANG BEYOND

PLYWOOD BLOCKING AS INSULATION
STOP BETWEEN EACH TRUSS

SIMPSON 'H1' TIE
TO EACH TRUSS BEARING

300mm TRUSS HEEL HEIGHT

R-40 BATT INSULATION
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EXTERIOR WALL SECTION @ ENTRY DECK
Scale: 1:10
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1220mm

FLASH + SEAL STEEL CHANNEL
PENETRATION AT FLOOR PLATFORM

FRAME END OF CANOPY EXTENSION C/W
SHEATHING + FINISH WITH METAL SIDING

PREFINIHSED METAL SNOW
AND ICE BARRIER

50 mm DEPTH SKIMCOAT

100 nn DEPTH RIGID 
INSULATION OVER 6 MIL POLY 
LAYER

MAIN FLOOR ELEVATION 
238.38 (GEODETIC)

BUILDING PERIMETER GRADE (FLOOD PROTECTION 
LEVEL REQUIRED BY THE PROVINCE)
ELEV. 233.77 METRES GEODETIC
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50 mm DEPTH SAND 
LEVELLING BASE

COMPACTED CLAY FILL
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COMPACTED CLAY FILL BACKFILL AROUND 
BUILDING PERIMETER

NOTE:  SEE DTL. 1-A2 FOR 
APPROXIMATE LEVEL OF EXISTING 
GRADE.

CANTILEVER PLATE 50mm
OVER FLOOR PLATFORM

14" I JOISTS 16" O.C.

CONT. 38x140mm PRESSURE TREATED 
PLATE C/W 9mm DIAM. BOLTS @ 1200mm O.C.

100mm (R-20) RIGID
INSULATION - FASTEN
TO GRADE BEAM

50mm THICK CONC.
SKIM COAT SLAB C/W STUCCO
WIRE REINFORCEMENT

100mm (R-20) RIGID INSULATION ON
6 mil POLY. MOISTURE BARRIER
LAP AND SEAL JOINTS

406 DIA. DEEP CAST-IN PLACE
CONC. FRICTION PILE C/W 1-25m CENTER
C/W 500mm LONG HOOKED END UP INTO
BOTTOM OF GRADE BEAM.  
SEE FOUNDATION PLAN FOR PILE 
LENGHTS.        

150mm THICK VOID FORM

200 x 1220mm DEEP CONC. GRADE
BEAM C/W 2-20m CONT. TOP + BOTTOM +
10m STIRUPS @ 400 O.C.

50mm RIGID INSULATION (R-10)
STRIP OVER 6 mil POLY. VAPOUR
BARRIER

CONT. PREFINISHED METAL
CLOSURE / FLASHING

EXTERIOR WALL CONSTRUCTION

PREFINISHED METAL SIDING - SEE SPEC
OLEFIN AIR BARRIER FABRIC LAP + SEAL
11mm ASPENITE SHEATHING
38x140mm WOOD STUDS @ 400mm O.C.
R-20 BATT INSULATION
6 mil POLY VAPOUR BARRIER - LAP AND SEAL
12mm DRYWALL - PAINT
OR 12mm PLYWOOD WITH F.R.P. WAINSCOTTING - SEE SPEC
SEE PLAN FOR LOCATION

ROOF CONSTRUCTION

PREFINISHED METAL PANEL ROOFING - SEE SPEC.
FABRIC ROOF MEMBRANE
15mm T+G ASPENITE SHEATHING
ENGINEERED ROOF TRUSSES @ 610mm O.C.
R40 BATT FIBERGLASS INSULATION
6 mil POLY VAPOUR BARRIER - LAP + SEAL ALL JOINTS
12mm DRYWALL CEILING FINISH - PAINT

INSULATION CHUTE VENT TO
EACH TRUSS SPACE

CONT. 38x140mm ROUGH 
FASCIA BOARD C/W 
PREFINISHED METAL COVER

PREFINISHED VENTED SOFFIT

300mm TRUSS HEEL HEIGHT

R-40 BATT INSULATION

SIMPSON 'H1' TIE
TO EACH TRUSS BEARING
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TYPICAL EXTERIOR WALL SECTION
Scale: 1:10

1

A2
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SLOPE - SEE DTL. 2-L1

LAP & SEAL VAPOUR BARRIER

APPROX. ELEVATION OF EXISTING GRADE 
VARIES.  INSTALL COMPACTED CLAY FILL TO 
100 MM BELOW ALL FINISH GRADE ELVATIONS 
SHOWN ON OUTSIDE AREAS..
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COMPACT EXISITNG GRADE PRIOR TO 
BACKFILLING
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