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PART E – SPECIFICATIONS 

Revise: E3.2.5 (a) to read:  

  The paint system for sign boxes shall consist of an epoxy primer and two coats urethane topcoat. The 
paint finish colour shall be dark blue to match Pantone Matching System PMS 2738 or as otherwise 
specified by the Contract Administrator prior to award. 

Add: E3.2.7 Sign Boxes 

  Sign Boxes shall be fabricated from Aluminium Extrude as shown on the drawings or from formed, 
welded, or fabricated Aluminium material.  Fabricator shall ensure that all edges are smooth and 
rounded.  If Aluminium material is used Fabricator shall ensure that the sign box is structurally sound 
and conforms generally to the drawings.   

 

 Revise: E3.3.1 (a) to read:  

  Shop drawings showing fabrication details and dimensions of all the different types of sign plates and 
sign boxes, consisting of prints on 11” x 17” sheets, shall be submitted to the Contract Administrator 
at least fifteen (15) calendar days prior to start of fabrication. 
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 Please note the following and attached changes, corrections, additions, deletions, information and/or instructions 

in connection with the Bid Opportunity, and be governed accordingly.  Failure to acknowledge receipt of this 
Addendum in Paragraph 8 of Form A: Bid may render your Bid non-responsive. 

 


