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The Contractor shall verify all 
dimensions, datums and  levels 
prior to commencement of work.
All errors and omissions to be 
reported to the Contract 
Administrator  before proceeding.
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5 Buffaloberry 
1 500 oc in 1 000 x 9 800  
(outside R) planting bed. 
Two other beds similar. 

3 American Basswood 
Planting holes to be wider 
than bed, as shown in Tree 
Planting Detail, but covered  
with sod to make the bed  
continuous.
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wooden fence 
See Details 2, 3, 4, & 5
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fasten w/ 3: 13 x 150 SS bolts & washers, 
counter sunk in 37 diam holes
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PARC  KIRKBRIDGE  PARK

augered hole, filled w/ 
compacted 6mm diam 

crushed stone

elevation - entry fence 
nts

plan detail -  planting bed  
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4 Bur Oak 
planted as shown

6 Nannyberry 
2000 oc 

25 Dogwood 
1000 oc 

(Cottonwoods noted on L-1)

plan detail - Spruce  planting bed  
1 : 125

1 000 R

center line

2 500 Rbed length 7 000

Each spruce planting bed to contain: 
3 Colorado Spruce  @ 4 000 oc 
& 
6 Feather Reed Grass @ 1 000 oc

TYPICAL SHRUB PLANTING 
 

min 2x diameter 
of the rootball

Temporary  soil dish  
to retain water

Wood chip mulch.  None against stems.

Soil mixture:   
30% each, composted 
manure, sand, peatmoss

Scarify 15 cm/ 6 in of  
sides of pit and combine 
with soil mixture.

Plant level 
with  
finished  
grade

Rootball on  
firm soil
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elevation - post 
1 : 10

75 x 250

203 round post

cut side to face street

FENCING NOTES: 

A.  WOOD 

• All exposed lumber except posts to be rough cut fir. 

• Brush to clean surfaces of all wood. 

• Chamfer exposed ends and rough edges. 

• Posts to be PT pine. 

• Fence posts to be soaked in ACA for all wood below grade and  to 150mm above grade. 

• All cut ends of PT lumber to be painted with Olympic oil-based clearwater repellant sealant. 

B.  SIGNS 

• Letters to be waterjet cut polished clear aluminum, 140mm (5.5") height x 6.4mm  (1/4") depth, 

c/w 25mm (1") SS studs, available at Gemini Canada Ltd. (www.signletters.com)  

• Font is "Futura". 

• Using templates provided by manufacturer, rout the form of letters in the wood surface,  

3.2mm deep, so that once installed, the  aluminum letters will be flush with or slightly below 

 the sign surface. 

• Fasten as recommended by supplier. 

C. FASTENERS FOR WOOD 

• Hot-dipped galvanized coated fasteners (meet ASTM 153) or stainless steel as recommended  

by manufacturer of treated wood, except as noted on details. 

 

 

rout  recess to be flush with sign edge
sign face flush with wood face

SS welded stud mounts set in adhesive bed  
as per manufacturer's recommendation 
 

LETTER INSTALLATION 
SECTION DETAIL
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1  Issued for Permit     Sep 22, 05  X.X. 
1.  Revise fencing notes   July 28, 08     CC


