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DRAWING TITLE

M.7-H5-R1
SITE ADDRESS 475 Anderson Ave

DATEMANAGER,
PARK AND OPEN SPACES Play Area Safety Surfacing & Drainage

BID OPPORTUNITY NO.

82-2008

Drainage of site 
low
ground

high
ground

Slope excavated 
subsurface at a 
slope between 
0.6% and 1% 
towards low end 
of site.

Existing Grade

min 0.6m

Play Area Edging

Fibar Safety 
Surfacing

Fibar Drain 
Strip & Fibar 
Felt

0.6-1% slope

Rock Sump Pit:
0.9m diam. x 1.8 depth.  
(Must be min. of 0.6m 
above seasonally high 
groundwater table or 
bedrock)  Fill with 
38mm-76mm diameter 
clean crushed stone.

Line Rock Sump Pit with 
Filter Fabric

Drainage of site 
low
ground

high
ground

Slope excavated 
subsurface at a 
slope between 
0.6% and 1% 
towards low end 
of site.

min 0.6m

Play Area Edging

Woodcarpet Safety 
Surfacing

Rock Sump Pit:
0.9m diam. x 1.8 depth.  (Must be min. of 
0.6m above seasonally high groundwater 
table or bedrock)  Fill with 38mm-76mm 
diameter clean crushed stone.

Gravel, (25-51mm clean gravel)
min. 3" depth

0.6-1% slope

Duraliner Fabric

100mm Perforated PVC Pipe c/w 
filter sock

Existing Grade

Line Rock Sump Pit with Filter 
Fabric


