City of Winnipeg
Section 32 92 23
Design and Construction of the Public Works East Yard
SODDING
Complex at the Former Elmwood/Nairn Landfill Site
Page 1
RFP 429-2011


	
	

	PART 1  - GENERAL


	

	1.1  DESCRIPTION
	.1 This Section outlines requirements for sod type, placement, preparation and maintenance.



	1.2  REFERENCES AND RELATED SECTIONS
 



	.1 City of Winnipeg Standard Construction Specifications:


.1
CW 3170 – Earthwork and Grading 

.2
CW 3510 - Sodding

.2
Related Sections


.1
Section 01 33 00 - Submittal Procedures. 

.2
Section 01 74 19 – Construction Waste Management and


Disposal

.3
Section 31 31 19.13 – Chemical Control of Vegetation.

.4
Section 32 91 19.13 – Topsoil Placement and Grading.

.5
SectIon 31 32 19.01 - Geotextiles



	1.3  SUBMITTALS
  



	.1 Samples. 

.1 Submit samples in accordance with Section 01 33 00 - Submittal Procedures. 

	1.4  QUALITY ASSURANCE
  



	.1 Test Reports: certified sod test reports showing compliance with specified performance characteristics and physical properties.

	1.5  SCHEDULING
  



	.1 In accordance with CW 3510 

	1.6  MATERIALS
  



	.1 Turf Grass Sod: as per CW 3510: 

.1 Number One Kentucky Bluegrass - Fescue Sod: Nursery Sod grown solely from seed mixture of cultivars of 95% Kentucky Bluegrass (100% Class 2 cultivars, 3 cultivars in equal proportion) and 5% Creeping Red Fescue. 

.2 Sod establishment support: as per CW 3510

.1 Geotextile fabric: biodegradable, square mesh. 

.2 Wooden pegs: 17 x 8 x 200 mm. 

.3 Stenlog erosion control system.

.3 Fertilizer: As per Section 32 91 19_13 - Topsoil Placement and Grading.




	1.7 SOURCE QUALITY 
CONTROL
  
	.1 
Verification of sod, as per Section 01 33 00 - Submittal Procedures.



	PART 2  - EXECUTION


	

	2.1  PREPARATION
  
	.1 Topsoil and finish grading as per Section 31 91 19_13 – Topsoil Placement and Grading. 

	2.2  SOD PLACEMENT
  
	.1 As per CW 3510 

	2.3 MAINTENANCE 
DURING 
ESTABLISHMENT 
PERIOD
  

	.1
As per CW 3510

	2.4 ACCEPTANCE
  

	.2 As per CW 3510 



	2.5 MAINTENANCE 
DURING WARRANTY 
PERIOD
  



	.1
As per CW 3510 

.1 Water sod areas at intervals to obtain optimum soil moisture conditions to depth of 100 mm. 

.2
Repair and re-sod dead or bare spots. 

.3
Cut grass to a height of 65 mm and remove clippings.

.1
Fertilize areas in accordance with a fertilizing program. 

.2 Eliminate weeds by mechanical or chemical means. 

.1 If chemical means are used, comply with Section 31 31 19.13 - Chemical Control of Vegetation. 



	2.3  CLEANING
  



	.1
Upon completion of installation, remove surplus materials, rubbish, tools and equipment barriers. 




