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TACHE BACKLESS BENCH
6' (1.83m) WIDE COMPOSITE 
TACHE BACKLESS BENCH 

2 COURSE TIMBER EDGING (BOTTOM LAYER
PRESSURE TREAT, TOP LAYER CEDAR - 6"x6")
-top of timbers to be 9" (.23m) above surrounding grade

ENGINEERED WOOD FIBRE SAFETY
SURFACING (w/ DRAINAGE LAYER)

ACCESSIBILITY RAMP (GRANULAR
CONTAINED IN TIMBER EDGING)4%
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EXTENT OF ROUGH GRADING

ACCESSIBLE PICNIC TABLE (x2)

STACKSTONE PLANTER (6" ABOVE GRADE)
- barkman concrete stackstone
- 1 course standard, 1 course coping, sierra grey colour
- planter to be filled with wood chips

ENGINEERED WOOD FIBRE SAFETY
SURFACING (w/ DRAINAGE LAYER)

2 COURSE TIMBER EDGING (BOTTOM LAYER
PRESSURE TREAT, TOP LAYER CEDAR - 6"x6")
-top of timbers to be 9" (.23m) above surrounding grade
on low end of site
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2.44M (8') TALL SWINGS
(2 BAY - 4 BELT SEATS)

(BY OTHERS)

NEW TREE LOCATIONS (x3)
(BY OTHERS)

VEHICULAR ACCESS AREA TO BE REGRADED & SOIL & SODDED

NEW TREE LOCATION
(BY OTHERS)

SOIL & SOD AREA
OF FORMER BERM

SUBSURFACE DRAINAGE & EMITTER
-to bring water out of play area
-see "Drainage Detail"

METAL SLAT WASTE
BASKET (TYP.) (x3)

0 10 20 30 m

SUPPLY  & INSTALL
BIKE RACK

(2 other bike racks to be
located on site as identified

by contract adminstrator)

GRANULAR
SEATING

AREA

GRANULAR
SEATING

AREA

JUNIOR PLAY 
STRUCTURE

TEETER TOTTER 

EXTENT OF ROUGH GRADING

SUBSURFACE DRAINAGE
& EMITTER

-to bring water out of play area
-see "Drainage Detail"

SPRING RIDERS & JUNIOR 
SWINGS (BY OTHERS)
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OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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ORIOLES COMMUNITY CLUB PLAYGROUND
DRAWING TITLE

O.2-A2-R1
SITE ADDRESS 444 Burnell Street
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LAYOUT PLAN 1 - TIMBER EDGING SENIOR PLAY AREA
SCALE:    1:300
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LAYOUT PLAN 2 - TIMBER EDGING JUNIOR PLAY AREA
SCALE:    1:300
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PLANTING PLAN
SCALE:    1:250

ID Quant Botanical Name Project Plant Name Type Ht Spr Size Spacing
B 39 Euonymus alatus "Compactus" Dwarf Winged Burning Bush shrub 0.9 0.9 2 gal 0.8m o.c.
J 11 Juniperus sabina "Buffalo" Buffalo Juniper shrub 0.3 1.8  2 gal 1.1m o.c.
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LAYOUT PLAN 3 - SEATING AREA & RAISED PLANTER
SCALE:    1:300

Angle of planter 
to line up w/ 
centre of wading 
pool

100 mm

Sand Backfill - min 
particle size 2 mm 

150 mm Multi-Flow
Collector Line

INSTALL MULTI-FLOW IN THE CENTER OF THE TRENCH.  
BACKFILL MATERIAL SHOULD BE A VERY COARSE SAND.  MIN. 
RECOMMENDED SLOPE 1%.
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Wood Fibre 
Safety Surfacing

150 mm MultiFlow Drain System c/w 
End Caps and Connectors. Place in 
center of trench. Bottom of trench 
elevation and slope of drain 
to be shown on plan. 

Top of Safety Surface

Mud Grade

Full Depth of
Safety Surfacing

Amended Top Soil
& Sod - place 
directly into 
coarse sand
(50mm TYP.)

DRAINAGE DETAIL
SCALE:    N.T.S.
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