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Appendix E – Standard Construction Details 
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FIGURE 01
STRUCTURE IDENTIFICATION DATE
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FIGURE 02
H PILE SPLICING



"J"+64

"J1"

"J2"

5

5

C

L

EXPANSION

JOINT

LEVELING

BLOCK

ROOF SLAB

APPROACH

SLAB

6
 
(
T

Y
P

.
)

STEEL ANGLE (TYP.)

STEEL EDGE MEMBER (TYP.)

TYPICAL EXPANSION JOINT DETAIL

EXPANSION JOINT

PROFILES AND ELEVATIONS

PROVIDED AT THIS POINT

G
:
\
C

A
D

\
1

4
9

8
4

5
\
R

e
f
e

r
e

n
c
e

\
D

W
G

\
1

4
9

8
4

5
 
D

E
T

A
I
L

S
.
d

w
g

CITY OF WINNIPEG - SOUTHWEST TRANSITWAY - STAGE 2
SCHEDULE 18 - TECHNICAL REQUIREMENTS

APPENDIX E - STANDARD DETAILS

FIGURE X
TITLE

FIGURE 03-R1
EXPANSION JOINT
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FIGURE 04
BRIDGE DECK BARRIER JOINTS
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FIGURE 05
WATERPROOFING AND WICK DRAIN
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FIGURE 06
BRIDGE DECK CONCRETE JOINT
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FIGURE 07
BRIDGE DECK DRIP STRIP
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FIGURE 08
MSE WALL DRAINAGE AND COPING
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