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THIS DRAWING MUST NOT BE SCALED. 
 
THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS, DATUMS AND 
LEVELS PRIOR TO COMMENCEMENT OF WORK.  ALL ERRORS AND 
OMISSIONS TO BE REPORTED IMMEDIATELY TO THE LANDSCAPE ARCHITECT. 
 
VARIATIONS & MODIFICATIONS TO WORK SHOWN ON THESE DRAWINGS 
SHALL NOT BE CARRIED OUT WITHOUT WRITTEN PERMISSION FROM THE 
LANDSCAPE ARCHITECT. 
 
THIS DRAWING IS THE EXCLUSIVE PROPERTY OF THE LANDSCAPE  
ARCHITECTS AND CAN BE REPRODUCED ONLY WITH THE PERMISSION OF 
THE LANDSCAPE ARCHITECTS, IN WHICH CASE THE REPRODUCTION MUST 
BEAR THEIR NAME AS LANDSCAPE ARCHITECTS.
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DEMOLITION NOTES: 
 

EXISTING TREES TO BE PROTECTED. 
 

EXISITNG TREES TO BE REMOVED. 
 

EXISITING SHURBS TO BE REMOVED. 
 

EXISTING SOD TO BE REMOVED. 
 

EXISITING SOD TO BE PROTECTED. 
 
EXISTING FENCE AND WALL TO BE PROTECTED. 

 
EXISTING FENCE TO BE REMOVED. 

 
EXISTING STRUCTURES TO BE PROTECTED AND 
POWERWASHED TO REMOVE DIRT AND GRAFFITI. 

 
EXISITNG LIGHT STANDARD TO BE REMOVED. - SEE ELEC. 

 
EXISTING TRASH RECEPTACLE TO BE RELOCATED PER CWPG. 

 
EXISTING TRAFFIC SIGNAL TO BE PROTECTED. 

 
EXISTING PHONE BOOTH AND CONCRETE PAD TO BE REMOVED.  
CONTRACTOR TO CONTACT MTS FOR INSTRUCTIONS. 

 
EXISTING CONCRETE PAD TO BE REMOVED. 

 
EXISTING CONCRETE SIDEWALK TO BE PROTECTED. 

 
EXISITING CONCRETE PLANTER TO BE PROTECTED. 

 
EXISITNG CONCRETE CURB TO BE PROTECTED AND 
POWERWASHED TO REMOVE DIRT AND GRAFFITI. 

 
EXSITING WALKWAY TO BE REMOVED. 

 
EXISTING VALVE TO BE PROTECTED. 

 
EXISTING LIGHT BOLLARDS TO BE REMOVED AND REINSTALLED 
IN THE SAME LOCATION.PROCTECT EXISITNG WIRING 
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