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1.2. REMOVE EXISTING SEAL COMPLETELY AND THOROUGHLY CLEAN AND GRIT
BLAST EXPANSION JOINT EXTRUSIONS TO THE SATISFACTION OF THE

REMOVE AND REINSTALL ALUMINUM BARRIER CONTRACT ADMINISTRATOR.

COMPONENTS AND PEDESTRIAN HANDRAIL AS

REQUIRED TO CARRY OUT THE WORK (TYP.) 1.3.  EXISTING SEAL SHOULD BE REMOVED AND NEW SEAL INSTALLED WHILE
AMBIENT TEMPERATURES ARE SUCH THAT THE JOINT GAP HAS SUFFICIENT
REMOVE AND REPLACE EXISTING STRIP SEAL WIDTH FOR WORKABILITY AND INSTALLATION LUBRICATION WILL BE
WITH WABO SE-400, OUT TO OUT OF BRIDGE. D EFFECTIVE.
APPROX. SEAL LENGTH IS 30.0m
1.4. MEASUREMENTS TAKEN MAY 2015 INDICATED A JOINT GAP OF 51mm AT PIER 3,
AND 53mm AT PIER 4 WITH AN AMBIENT TEMPERATURE OF 16°C.
|_|——|| 1.5.  WORK SHALL BE STAGED TO ENSURE ONLY ONE LANE OF TRAFFIC IS CLOSED
[ 1 /V REMOVE DAMAGED PORTION AT A TIME. REFER TO SPECIFICATION FOR TRAFFIC CONTROL.

W — T SE,O\ETXZEgsslgll?\IAII(Eﬁ¥'IEIIGN£ 1.6. CONTRACTOR TO FIELD VERIFY TYPE AND LENGTH OF STRIP SEAL REQUIRED
PRIOR TO ORDERING NEW SEAL.
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2. EXTRUSION REPAIR:
\ ‘ / 2.1. REMOVE DAMAGED PORTION OF EXISTING EXTRUSION.
w 5 AN 2.2. CUT EXTRUSION REPAIR SECTION TO SUIT AND FIELD WELD IN PLACE.
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m SECTION 4 r 2.3.  EXTRUSION REPAIR SECTION WILL BE SUPPLIED BY THE CITY.
U TS EAST - WEST
EXTRUSION REPAIR SECTION 6
REMOVE AND REINSTALL ALUMINUM BARRIER (SUPPLIED BY OTHERS) | 300 EXTRUSION REPAIR
COMPONENTS AND PEDESTRIAN HANDRAIL AS CUT TO SUIT
REQUIRED TO CARRY OUT THE WORK (TYP.)
REMOVE AND REPLACE EXISTING STRIP SEAL PLAN - EXTRUSION REPAIR
WITH WABO SE-300, OUT TO OUT OF BRIDGE. ] NTS
APPROX. SEAL LENGTH IS 31.0m j]k
L
, | 4300 EXTRUSION REPAIR Z
_‘ TRIM BACK TO A NEAT =
‘ ‘ ] AND STRAIGHT LINE &
[ \ /V REMOVE DAMAGED E EXTRUSION REPAIR SECTION
—
EXISTING WABO STRIP m
SEAL TO BE REMOVED
78\ SECTION -4 4
v NTS
CUT ANCHOR RODS INSTALL NEW
AS REQUIRED WABO STRIP SEAL
REMOVE AND REPLACE EXISTING REMOVE AND REPLACE EXISTING
STRIP SEAL WITH WABO SE-400 STRIP SEAL WITH WABO SE-300 w w
EXPANSION JOINT EXTRUSION EXPANSION JOINT EXTRUSION
/ / /£, SECTION - EXISTING /£, SECTION - PROPOSED
— — ——— — o/ NTS AL
METRIC
WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES
——Y |
i i =AreChl

Certificate of Authorization
f f Dillon Consulting Limited (MB)
No. 1789 Date: JUNE 30, 2015

S\ SECTION /B SECTION
Q NTS U NTS B.M. BES'GNED JLD ENGINEER’S SEAL @
ELEV. N THE CITY OF WINNIPEG
A JLD \\\\\\\\\\\\\‘/ NN VV]I]IH.Peg ToRTTE oEnE mEmanTEERT
C.D.
s com DILLON 2 2015 BRIDGE MAINTENANCE CITY DRATINS MMEeK
Member B114-15-01-R1
gsPROVED cow CONSULTING MISCELLANEOUS EXPANSION JOINT p— -
SEAL REPAIR WORKS o1 o1
1 | ISSUED FOR ADDENDUM 2 15/07/22| cow | HOR- SCALE  AS NOTED CONGIRUCTION CONSULTANT DRAWING NUMBER
0 |ISSUED FOR TENDER 15/06/30] cow | VERTICAL AS NOTED CONSULTANT PROJECT NUMBER MIL[I)I-ErIg \évg IEIREII[?) S:E
NO. | REVISIONS DATE | BY DATE 15/07/22 DATE 15-1743

G:\CAD\ 151743\ Drawings and Figures\151743—09—B114—MID TOWN.dwg




