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PART E – SPECIFICATIONS 

Revise: E4.1(a) The Print Controller must have the ability to seamlessly integrate with the existing Fiery Central and 

must be able to take full advantage of all of the capabilities of the Fiery Central Workflow. 

Revise E4.2(a) The Print Engine must include either an integrated scanner or a separate networked 
production scanner. 

Revise E4.6(b) The equipment shall have a minimum of 6 pre-marking-engine Paper Drawers capable of feeding 

paper sizes of 12.5" x 18.23" or larger. 

 

 

Corporate Finance Department 

Materials Management Division 

 

764-2015 ADDENDUM 1  

REQUEST FOR PROPOSAL FOR THE SUPPLY, INSTALLATION AND 
ONGOING MAINTENANCE OF A SINGLE, HIGH-VOLUME, TRUE 
PRODUCTION CLASS, DIGITAL PRINT ENGINE WITH SCANNER AND 
MULTIPLE FINISHERS  

 ISSUED: December 4, 2015  
BY: Victoria Mouck  

URGENT 

PLEASE FORWARD THIS DOCUMENT TO 
WHOEVER IS IN POSSESSION OF THE 
REQUEST FOR PROPOSAL 
 

TELEPHONE NO.  204 - 986-2507 

 
THIS ADDENDUM SHALL BE INCORPORATED 
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Please note the following and attached changes, corrections, additions, deletions, information and/or instructions 
in connection with the Request for Proposal, and be governed accordingly.  Failure to acknowledge receipt of this 
Addendum in Paragraph 9 of Form A: Proposal may render your Proposal non-responsive. 

 

  


