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233.60 233.60
NORTH PROPERTY LINE
SOUTH PROPERTY LINE
EX CENTRELINE
233.20 EX NORTH GUTTER 233.20
NOTES
EX SOUTH GUTTER NOTES
I — & . 1. ADJUST MH AND CB RIMS TO NEW GRADES.
. & 2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT
i _5‘0%_\5 S 5 S A REQUIRE TEMPORARY SUPPORT, REMOVAL OR
= T e——— 4 > = / REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF
———0.50% == — . - ——O— 5 G , THE CONTRACTOR AS NECESSARY.
— e e _ : S 3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE
23280 | - TT— T T ===z — il S l // 232.80 SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
0+358.800 T LT — —_— 1 — - , RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.
CL EL 232.970 0.509, = 080%  ————— i C—e NN 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
N GUT EL 232.895 —_— == o g A8% N PROTECT EXISTING TREES WITHIN THE LIMITS OF
S GUT EL 232.895 s T——. T~ . 0T« TG — ) CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION
—_— Rt '\/“\ 5 N ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.
A 0% ' 0+451.259 5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
e S GUT EL 232.683 UTILITIES/SERVICES IN THE FIELD PRIOR TO
CENTRELINE CL EL 232.659 CONSTRUCTION.
232.40 NORTH & SOUTH GUTTER 0+443.500 N GUT EL 232.643 232.40 6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.
0+438.500 CL EL 232.622 CB SD-025 OFFSETS ARE DIMENSIONED O/C.
CL EL 232.571 N GUT EL 232.547 7. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE
: gg Et ggg-:gg S GUT EL 232.547 REMOVED. MATCH RECONSTRUCTION LIMITS.
. 8. REFER TO BID OPPORTUNITY FOR DETAILS REGARDING
TRAFFIC MANAGEMENT.
9. ALL EXISTING LONG WATER SERVICES TO BE INSULATED
(SD-018). REFER TO BID OPPORTUNITY FOR FURTHER
REQUIREMENTS.
232.00 232.00 10. MODIFIED BARRIER CURB & GUTTER INLET FRAME &
COVER TF-122.
11. ADD 200.000m TO ABBREVIATED ELEVATIONS TO OBTAIN
GEODETIC ELEVATIONS.
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