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PART E – SPECIFICATIONS

Revise: E14.4 to read: Acceptable insulation is:
(a) Extruded Polystyrene rigid foam insulation – Type 4 ,

DOW Roofmate or Owen’s Corning Foamular 350.
4 inch by 24 inch by 96 inch

Revise: E14.9 to read: Install 4 inch thick insulation with the total width of the insulation to be as directed by the
Contract Administrator.  Place sufficient full width panels to meet or exceed the specified
width.

Revise: E14.14 to read: Excavation of the roadway subgrade in accordance with E14.7 will not be measured for
payment and will be included in the payment for “Watermain and Water Service
Insulation”.

Delete: E30.5.1 (b)

Corporate Finance Department
Materials Management Division 24-2016 ADDENDUM 2

CITY OF WINNIPEG – SELKIRK AVENUE PAVEMENT RECONSTRUCTION
AND STREETSCAPING:  PART A – CONCRETE RECONSTRUCTION
FROM ARLINGTON STREET TO SALTER STREET; PART B – POWERS
PLAZA UPGRADE

ISSUED: March 4, 2016
BY: T. Worms, P.Eng., M.Sc.

URGENT
PLEASE FORWARD THIS DOCUMENT TO
WHOEVER IS IN POSSESSION OF THE BID
OPPORTUNITY

TELEPHONE NO.  204 928-9210

THIS ADDENDUM SHALL BE INCORPORATED
INTO THE BID OPPORTUNITY AND SHALL
FORM A PART OF THE CONTRACT
DOCUMENTS
Template Version: A20150806

Please note the following and attached changes, corrections, additions, deletions, information and/or instructions
in connection with the Bid Opportunity, and be governed accordingly.  Failure to acknowledge receipt of this
Addendum in Paragraph 10 of Form A: Bid may render your Bid non-responsive.


