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ADDITIONAL AB. LAYER 
OVER BLOCKING AND ONTO 
BOTTOM FLASHING

PREFINISHED 22 GA. METAL 
FLASHING TO MATCH STANDING 
SEAM ROOF. CONCEALED 
FASTENERS ON VISIBLE SIDE

2 CONTINUOUS 
38X140 PT BLOCKING

AB. OVER PARAPET 
BLOCKING AND DOWN 
FASCIA SHEATHING

PT. PLY SHEATHING
R1

STRUCTURAL HSS 
FRAME. REFER TO 
STRUCT. 

PERFORATED ACCOUSTIC 
STEEL DECK. REFER TO 
STRUCT. & SPEC

PROVIDE BREAK IN ROOF 
SHEATHING FOR AVB TIE-IN. 
CARRY AVB DOWN SHEATHING & 
INTO WINDOW R.O.

PERFORATED STEEL SOFFIT 
CLADDING ON 75 DEEP 
GALV. Z-GIRTS, @ 600 O.C. 
ALIGN CLADDING JOINTS 
AND SURFACES FLUSH WITH 
ACOUSTIC DECK INSIDE.

ACCOUSTICAL DECK 
FLUTE INSERT.

FASTEN EXT. SHEATHING TO 
DECK FLUTE CLOSURE. 
CLOSURE BY DECK 
SUPPLIER.75MM RIGID INSUL. TYPE 3

PREFINISHED METAL 
FLASHING TO MATCH SOFFIT. 
CARRY ONTO SOFFIT 50MM 

250X152 BENT STL. PLATE  
SUPPORT CLIP. PAINTED TO 
MATCH STL. FRAME.

CL

TYP. E/W WALL PARAPET DETAIL
1:101

400
DECK EDGE

R4

TYP. CURTAIN WALL SILL DTL. @ EW6
1:103

EW6

PREFINISHED METAL DRIP 
FLASHING TO MATCH METAL WALL 
CLADDING. 25 FACE WITH 13 DRIP 
EDGE. TIE INTO WINDOW FRAME

FILL SHIM SPACE W/ LOW 
EXPANDING CLOSED CELL 
SPRAY FOAM. ALL SIDES. TYP.

CONTINUOUS ROD & CAULK 
AROUND ENTIRE R.O. BOTH 
INT. & EXT. SIDES. TYP.

T/O CONC. BLK.
104 200

2

CARRY AVB BEHIND 
FLASHING & INTO 
WINDOW OPENING

EXT. FACE OF CURTAINWALL 
BACK BAR FLUSH WITH EXT. 
FACE OF BLOCK.

400

400

CURTAIN WALL SILL DTL. @ EAST SPLASH PAD WALL
1:102

PREFINISHED METAL DRIP 
FLASHING TO MATCH WINDOW 
FRAMES. CARRY ONTO CONC. 
PANEL 25. TIE INTO WINDOW 
FRAME

FILL SHIM SPACE W/ LOW 
EXPANDING CLOSED CELL SPRAY 
FOAM. ALL SIDES. TYP.

CONTINUOUS ROD & CAULK 
AROUND ENTIRE R.O. BOTH 
INT. & EXT. SIDES. TYP.

T.O. POOL DECK SLAB
099 930

CARRY AVB (TYPE C) 
BEHIND FLASHING & INTO 
WINDOW OPENING

10
0 0

00

 

CONC. UPSTAND. COORDINATE 
HEIGHT WITH SIM. UPSTAND ON 
DETAIL ?????

EXTERIOR ENTRY SLAB. REFER 
TO STRUCT.

- 90 PRE-CAST CONC. PANEL
- 2 LAYERS 75 RIGID INSUL. 
  (TYPE 3)
- AVB (TYPE C)
- 190 CONC. BLK.
- 25 MORTAR BED
- WATERPROOFING MEMBRANE
- TILE FINISH

F2

T.O. CONC. BLK.
100 400

LAP AND SEAL WALL AVB (TYPE 
C) WITH FOUNDATION 
WATERPROOFING (TYPE A)100 
MIN.

DOUBLE STL. ANGLE OFF STAND. 
REFER TO STRUCT.

TILE TO WINDOW FRAME. 
CONTINUOUS CAULKING AT 
FRAME. ROUNDED CORNER 
TRIM @ EDGE.

EAST SPLASHPAD WALL @ ROOF
1:105

EW5

R1

2 LAYERS 92 STEEL 
STUDS SPACED TO 
MATCH CONC BLOCK 
WALL BELOW.

CL

400
DECK EDGE

PROVIDE BREAK IN ROOF 
SHEATHING FOR AVB TIE-IN. 
CARRY AVB DOWN ONTO 
WALL AVB. AND SEAL.

FASTEN EXT. SHEATHING TO 
DECK FLUTE CLOSURE. 
CLOSURE BY DECK 
SUPPLIER.

REFER TO SIMILAR SOFFIT & 
ROOFING NOTES ON DETAIL 1 
THIS PAGE.

MPR ROOF @ EW5
1:106

EW5

PREFINISHED METAL, THROUGH 
WALL FLASHING TO MATCH METAL 
WALL CLADDING. 100 FACE WITH 
13 DRIP EDGE.

R2

30
0

TILE WALL FINISH. REFER 
TO INTERIOR ELEVATIONS

10
0

M
IN

.

WALL AVD DOWN ONTO ROOF 
SHEATHING APPROX 300 FOR 
TIE-IN WITH ROOF VB

ROOF VB. OVER WALL AVB 
FLAP AND UP SHEATHING.

ROOF MEMBRANE UP 
SHEATHING OVER VB AND 
BEHIND FLASHING.

CONTINUOUS AVB BEHIND 
FLASHING. OVERLAP 100 MIN.

CONTINUOUS AVB DOWN 
ONTO FLASHING.

DECK ANGLE. REFER 
TO STRUCT.

42 STL. STUDS AS 
REQUIRED. BOTH SIDES.

SLIP TRACK W/ TEK 
SCREWS. REFER TO 
STRUCT.

MPR WINDOW HEAD DETAIL
1:107

-WALL TILE FINISH
-16 WATER PROOF 
BACKER BOARD
-2 LAYERS 92 
STEEL STUDS
-16 GWB

TILE @ TO WINDOW FRAME. 
ROUNDED CORNER TRIM @ 
EDGE.

CONTINUOUS SEALANT 
AROUND R.O. BOTH SIDES.

ACT. REFER TO REFLECTED 
CEILING PLAN

DOUBLE GLAZED ALUMINUM 
STOREFRONT. REFER TO 
GLAZING SCHEDULE.

2 LAYERS 92 STEEL STUDS 
SPACED TO MATCH CONC. 
BLOCK BELOW. 

EAST VESTIBULE CURTAIN WALL HEAD
1:1010

EW2
CONC. BEAM. REFER 
TO STRUCT.
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CONTINUOUS AVB BEHIND 
FLASHING. OVERLAP 100 MIN.

CONTINUOUS AVB DOWN 
ONTO THROUGH WALL 
FLASHING.

300X300 WELD PLATE. REFER TO 
STRUCT.

C.I.P. CANOPY. REFER TO 
ROOF PLAN & STRUCT.

EMBEDDED STL. PLATE. 
REFER TO STRUCT.

(2) CONTINUOUS 38X92 PT. 
NAILER. CARRY CONTINUOUS 
AVB STARTER BEHIND AND 
INTO WINDOW R.O.

PREFINISHED ANODIZED 
ALUMINUM FLASHING TO 
MATCH WINDOWS. CARRY 
ONTO CONC. 25MM.

REFER TO TYP. CURTAIN 
WALL TIE-IN NOTES ON 
DETAILS 2/A5-02.

12X12 DRIP EDGE38DIM. FROM EXTERIOR FACE OF 
FOUNDATION TO EXTERIOR FACE 
OF CURTAIN WALL BACK BAR.
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EAST VESTIBULE CURTAIN WALL SILL
1:1011

EW4

EW3

T.O. SHELF ANGLE
099 732

T.O. MAIN FLOOR
100 000

F3

PREFINISHED ANODIZED 
ALUMINUM FLASHING TO 
MATCH WINDOWS.

PRECAST CONCRETE PANEL. 
REFER TO SCHEDULE ON A3-02

OVERLAP AVB (TYPE C) WITH 
FOUNDATION WATERPROOFING 
(TYPE A) 100 MIN. CARRY AVB 
DOWN ONTO PREFINISHED 
METAL FLASHING.

GALVANIZED STL. ANGLE 
ON OFFSETS. REFER TO 
STRUCT.

20 GA. GALVANIZED SHEET 
METAL ADHERED TO 13 PT. 
PLYWOOD. MECHANICALLY 
FASTEN TO ANGLE AND 
FOUNDATION WALL.

(2) CONTINUOUS 38X92 PT. 
NAILER. CARRY CONTINUOUS 
AVB BEHIND AND INTO WINDOW 
R.O. TYP.

38

DIM. FROM EXTERIOR FACE OF 
FOUNDATION TO EXTERIOR FACE 
OF CURTAIN WALL BACK BAR.

EXTEND VESTIBULE SLAB OVER 
FOUNDATION WALL @ VESTIBULE 
GLAZING. NORTH & EAST WALLS.

FOUNDATION DTL. @ MECH. UNIT
1:104

T/O MORTAR BED

T.O. POOL DECK SLAB
099 930

EW6100 000
 

REFER TO SIM. AVB AND 
FLASHING NOTES ON DETAIL 
8/A5-01

T.O. EXTERIOR SLAB
099 320

2

15
0

T.O. FOUNDATION
100 000

T/O FINISHED FLOOR

50
0

400

90
0

ROCK WOOL INSUL. WITH FIRE 
RATED SEALANT, BOTH SIDES. 
TYP. ALL SIDES OF DUCT.

FIRE DAMPER. REFER 
TO MECH.

PREFINISHED METAL DRIP 
FLASHING TO MATCH METAL WALL 
CLADDING. 100 FACE WITH 13 
DRIP EDGE. 

T.O. CONC. CURB
100 000

EW3

T.O. EXTERIOR SLAB
099 320

15
0

700X1300 HVAC DUCT C/W INSUL. 
REFER TO MECH.

CONC. WALL BEYOND

- 600X600 CONC. PAVER
- LANDSCAPING FABRIC
- 2 LAYERS 50 RIGID INSUL 
  (TYPE 4A)
- FOUNDATION WATERPROOFING
- CONC. SLAB

MECH UNIT.

INSULATED MECH. CURB.

CARRY FOUNDATION 
WATERPROOFING UP AND ONTOP 
OF CURB

MPR WINDOW HEAD DETAIL
1:108

TILE ASSEMBLY UP 
WALL TO T/O WINDOW 
SILL.

CONTINUOUS SEALANT 
AROUND R.O. BOTH SIDES.

DOUBLE GLAZED ALUMINUM 
STOREFRONT. REFER TO 
GLAZING SCHEDULE.

T.O. POOL DECK SLAB
099 930

P1

100 000
 

T.O. MAIN FLOOR
100 000

F3

TILE TO WINDOW FRAME. 
ROUNDED CORNER TRIM 
@ EDGE. TYP.

- CONCRETE FOUNDATION. 
  REFER TO STRUCT.
- VB (TYPE D)
- 2 LAYERS 50 RIGID 
  INSUL.

F2

100 HIGH TILE BASE. 
ALUMINUM EDGE TRIM.

OVERFLOW SCUPPER @ EW2
1:109

EW2

SLOPED PARAPET 
BEYOND.

R1

TYP. PARAPET BEYOND. 
SEE NOTES ON 1/A5-02.

FRAME OPENING BOTTOM AND 
SIDES W/ (2) P.T. 38X89 
SECURED TO STUD WALL. 
FASTEN SCUPPER FLANG TO 
BLOCKING.

LAP MOD.BIT ROOFING INTO 
SCUPPER OPENING (300 MIN.) 
ON BOTTOM AND UP SIDES 
CONT. W/ ROOFING OVER CAP 
AND SEAL

24GA. PREFINISHED METAL SCUPPER. 
WELDED SHEET FLANGE LEGS. HEM 
ALL EXPOSED EDGES BACK TO FORM 
PERIMETER TRIM AND PROVIDE 13 
DRIP ALONG BOTTOMSCREW FLANGE 
TO PARAPET WALL.

WRAP ROOF V.B. (TYPE U) CONT. 
AROUND SCUPPER OPENING AND 
SEAL TO WALL AVB (TYPE C)

EXTEND SCUPPER SIDES 
UP BEHIND CAP FLASHINGPREFINISHED METAL 

BEYOND.

FLANGE LEG WELDED TO U/S OF 
SCUPPER. SECURE TO BLOCKING.

REFER TO AVB TIE-IN NOTES ON 
DETAIL 2/A5-02.

OVERFLOW SCUPPER LIP TO BE 
LOCATED LOWER THAN 150MM 
ABOVE ROOF DRAIN LEVEL.


