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CANOPY ROOF DRAIN DETAIL
1:101

127 DIA. ROUND HSS TO 
MATCH CANOPY COLUMNS. 
POWDER COAT FINISH TO 
MATCH CANOPY COLUMNS. 

R1

CARRY ROOF MEMBRANE 
DOWN INTO DRAIN PIPE 50 
AND SEAL.

NELSON STUDS. 
REFER TO STRUCT.

PREFINISHED METAL 
FLASHING OVER ROOF 
MEMBRANE. 100 FACE & 15 
DRIP

CARRY ROOF MEMBRANE 
UP AND OVER SLEEPER 
CURB

(3) 184X184 PT. TIMBERS.

ADDITIONAL SLOPED 
INSULATION CRICKET 

MECH. EQUIP.

TOPS OF ALL CURBS 
UNDER A SINGLE PIECE 
OF EQUIP TO BE LEVEL

WOOD BLOCKING IN DECK 
FLUTES ABOVE JOISTS AS 
REQUIRED

TYP. MECH. SLEEPER DETAIL
1:102

TYP. MECH. UNIT CURB DETAIL
1:103

RTU BASE. REFER TO 
MECH.

CARRY ROOF MEMBRANE 
UP AND OVER MECH CURB.

STL. MECH CURB 
BY RTU TRADE. 
REFER TO MECH.

ADDITIONAL SLOPED 
INSULATION CRICKET 

CARRY VB UP 16 ROOF 
SHEATHING AND ONTO 
MECH CURB.RTU DUCTWORK. 

REFER TO MECH.

RTU

CONTINUOUS 
WOOD BLOCKING 
AS REQUIRED

STL. DECK ANGLE. 
REFER TO STRUCT

PREFINISHED METAL 
FLASHINGCURB GASKET BY 

RTU TRADE

50 GAP BETWEEN T/O 
CONC. BLK. WALL & ROOF 
DECK/JOIST. FILL WITH 
SEMI RIGID ROCK WOOL 
INSULATION.

200 LONG ANGLE IRON 
CLIP. BOTH SIDES OF WALL 
@ 600 O.C. REFER TO 
TYPICAL STRUCTURAL 
DETAIL.

FOAM DECK FLUTE 
INSERTS

FILL GAPS IN CONC. BLK. 
CAUSED BY JOIST 
PENETRATIONS WITH SEMI 
RIGID ROCK WOOL 
INSULATION.

TYP. BLOCK WALL HEAD SUPPORT
1:104

ADDITIONAL SLOPED 
INSULATION CRICKET 

MEMBRANE SEALED TO 
MECH PIPE/DUCT C/W 
STORM COLLAR.

(2) 38X235 PT WOOD FRAMING 
AROUND OPENNING SECURED 
TO EXIST. WOOD DECK.

- ROOF MEMBRANE
- 2 LAYERS 38 RIGID INSUL
- ROOF VB. (TYPE U)
- 19 PT PLY SHEATHING

NEW STRUCT. REINFORCING.

INTERMEDIATE 38X235 FRAMING 
AS REQUIRED. COORDINATE 
WITH MECH.

LAP & SEAL NEW ROOF 
MEMBRANE ONTO EXIST.

LAP & SEAL NEW 
ROOF VB WITH EXIST.

ROOF CURB @ MECH PENETRATIONS
1:107

ROOF MEMBRANE SEALED TO DUCT 
C/W FLASHING. CONTINUOUS 
SEALANT AROUND TOP.

LAP & SEAL ROOF VB TO 
NEW LOWER ROOF VB.

1200+/-

CONFIRM WITH MECH.

NEW MECH. DUCT / PIPING. 
REFER TO MECH.

A

CANOPY ROOF DRAIN DISCHARGE
1:106

127 DIA. ROUND HSS TO 
MATCH CANOPY COLUMNS. 
POWDER COAT FINISH TO 
MATCH CANOPY COLUMNS. 

HSS END INTO PERFORATED 
DRAINAGE PIPE. REFER TO 
LANDSCAPE.

3MM THICK GALV. STEEL 
COLLAR FITTED TIGHT 
AROUND HSS. BOLT TO RAMP 
SIDE WALL.

RAMP HANDRAIL. REFER 
TO LANDSCAPE.

REFER TO LANDSCAPE FOR 
GROUND TREATMENT.

REFER TO MAIN FLOOR PLAN FOR LOCATION

CANOPY FIXTURE RECESS
1:108

CONDUIT IN CONC. SLAB. 
COORDINATE WITH ELEC.

R3

LIGHT FIXTURE. 
REFER TO ELEC.

50

100

COORDINATE RECESS IN 
U/S OF CANOPY WITH 
STRUCT REBAR.

REFER TO REFLECTED CEILING 
PLAN FOR LOCATIONS

CANOPY COULMN BASE DETAIL
1:105

SLOPE CONC. TOP AWAY 
FROM COLUMNS

PROVIDE 25X12 REVEAL 
ROUND BASE AT POUR 
LINE.

CONTINUOUS 
WATERPROOF SEALANT 
AROUND COULUMNS.

A1

R4

LOCKER BASE DETAIL
1:109

METAL LOCKER AS 
PER SPEC.

SECURE LOCKER TO 
TOP OF BLOCK 
WALL.

CONTINUOUS 1 COARSE 
HIGH CONC. BLOCK WALL 
UNDER ALL LOCKERS.

TILE BASE AS PER 
SPEC. C/W COVE.

18
0

19050

300

PROVIDE LOCKER 
BASE UNDER ALL 
NEW OR RELOCATED 
LOCKERS.

R5


