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GENERAL NOTES:

EXTEND GRATING CONTINUOUSLY OVER GATE GUIDES AND GATES.

NOTCH GRATING SUPPORTS AT GATES AS REQUIRED.

WIDTH OF GRATING SECTIONS SHALL NOT EXCEED 900mm.

SUBMITTED TO THE ENGINEER PRIOR TO FABRICATION.

SHOP DRAWINGS BASED ON FIELD DIMENSIONS SHALL BE

SHALL BE AS TABULATED IN TABLE BELOW

UNLESS NOTED OTHERWISE ON PLANS, GRATING THICKNESS6.

5.

4.

3.

2.

1.

DESIGN LL = 4.8 kPa7.

8. PROVIDE SST GRATING FASTENERS AS REQUIRED.

GREATER THAN 13mm.

GRATING SUPPORTS SHALL NOT BE LESS THAN 6mm NOR

THE HORIZONTAL CLEARANCE BETWEEN THE GRATING AND9.

FIRMLY ANCHORED TO THEIR SUPPORTS.

ALL GRATING SECTIONS, WHEN IN PLACE, SHALL ALWAYS BE10.

11.

GRATING SPAN         SEE PLAN.
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65mm DIMENSION TYPICAL EXCEPT 50mm FOR 100mm BEAMS.
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WHERE BOTH ENDS OF BEAM ARE ATTACHED TO A WALL, PROVIDE LONG HORIZONTALLY
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ALUMINUM RAILS
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STANDARD DETAILS (12)

STANDARD FRP GRATING

PROVIDE MINIMUM 38mm BEARING FOR ALL FRP GRATING.

FRP GRATING

ISSUED FOR TENDER

01 G.O.10/2015 J.C.ISSUED FOR CONSTRUCTION

SUPPORTING BEAM SUPPORTING BEAM

02 G.O.2017/04/05 J.C.ISSUED FOR CONSTRUCTION - 976-2016


