
75

C
H

2
M
 

H
IL

L
 
2
0
1
7
. 
 

A
L
L
 

R
IG

H
T
S
 

R
E

S
E

R
V

E
D
.

c

2017\03\30PLOT DATE:

A
1
 

S
IZ

E
 
-
 

5
9
4

m
m
 

x
 

8
4
1

m
m

DATEREVISIONSNO. CHECK

ENGINEER’S SEAL

CHECKED BY:

DATE:

APPROVED  BY:

DATE:

SCALE:

DRAWN BY:

DESIGNED BY:

CONSULTANT NO.:

CITY DRAWING NUMBER SHEET REV. SIZE

DESIGN

BY:

FILE NAME:

Certificate of Authorization

CH2M HILL Canada Ltd.

WATER AND WASTE DEPARTMENT

THE CITY OF WINNIPEG

ISSUED FOR CONSTRUCTION

No. 1441

2017/04/05

J. SHUMKA

 

474248

 

 

02

SOUTH END WATER POLLUTION CONTROL CENTRE

SEWPCC UPGRADING/EXPANSION PROJECT
  

 

 

 

 

 

 

 

 

 

 

A1

B. KOLIS-HUPA

1-0102-BGAD-P003

1
1:10

08/201500 N.B. J.C.

AIR BARRIER, TYP

CONTROL DEVICE, TYP

MORTAR DROPPING
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