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NEW OPENING

EXISTING WALL ELEVATION OR SLAB PLAN DETAIL

SAW-CUT LINE

CURB

SLAB
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20mm CHAMFER,

EXP JT
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SECTION SECTION
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BEAM

SOFFIT OF SLABS AND ON WALLS IN DRY AREAS.

PROVIDE CHAMFER AT EXPANSION JOINT AT 

OVERCUTTING.

IN ALL CORNERS TO PREVENT

NUMBER OF 25mm DIA HOLES 

OPENING DRILL SUFFICIENT 

PRIOR TO SAW CUTTING NEW 

NOTES:

NOTE:

OTHERWISE NOTED OR DIRECTED.

BEAMS, CURBS, COLUMNS, WALL OPENINGS AND SIMILAR ITEMS UNLESS 

PROVIDE CHAMFER ALONG EXPOSED EDGES ON CONCRETE SLABS, 

ENGINEER IF ANY UTILITIES ARE FOUND.

AFFECTED WITH DEMOLITION. REPORT TO THE

LOCATE ANY EXISTING UTILITIES THAT COULD BE 1.

STAY WITHIN LIMITS OF OPENING, DO NOT OVERCUT.2.
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REFER TO DETAIL           .4. 0330-143

NTS

CHAMFERS
0330-805NTS

TYPICAL CONCRETE STAIR REINFORCING

AT LANDINGLA
P

25 OFFSETTREAD

R
IS

E
R

MIDDLE
15M@300 UNLESS NOTED OTHERWISE

15M@300 DOWEL UNLESS NOTED OTHERWISE

100 CLEAR UNLESS NOTED OTHERWISE

200 UNLESS NOTED OTHERWISE

SECTION BOTTOM

LA
PCLA

SS
 B

2
0
0

3
0
0

CLA
SS
 B

NOTED OTHERWISE

15M@300 DOWEL UNLESS

TYP

10M NOSING BAR,

OTHERWISE

NOTED 

200 UNLESS 

OTHERWISE

UNLESS NOTED

15M@300 T&B, EW

H.T. FREIHAMMER

 

STANDARD DETAILS (6)

NTS 0330-801 NTS 0330-803

NOTES:

Fc=20MPa

TOP

OTHER

LAP TYPE

10M

450CLASS A

CLASS B

CLASS A

CLASS B

350

550

450

15M

650

500

850

650

20M

850

650

1100

850

25M

1350

1050

1750

1350

30M

1600

1250

2050

1600

35M

2000

1550

2600

2000

BAR SIZE

Fc=25MPa

TOP

OTHER
CLASS B

CLASS A

CLASS B

CLASS A 400

500

300

400 600

450

750

600 750

1000

600

750 1200

900

1550

1200 1450

1850

1100

1450

1800

2300

1400

1800

TOP

OTHER
CLASS B

CLASS A

CLASS B

CLASS A 350

450

300

350 550

400

700

550 700

900

550

700 1100

1400

1100 1300

1700

1000

1300

1650

2100

1250

1650

850

TOP

OTHER
CLASS B

CLASS A

CLASS B

CLASS A 350

450

300

350 500

400

650

500 650

850

500

650 1000

1300

1000 1200

1550

950

1200

1500

1950

1150

1500

800      

Fc=35MPa

TOP

OTHER
CLASS B

CLASS A

CLASS B

CLASS A 300

400

300

300 450

350

600

450 600

800

500

600 950

1250

950 1150

1450

900

1150

1400

1850

1100

1400

750      

Fc=40MPa

50mm CLEAR
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50mm CLEAR:
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50mm CLEAR

-WEATHER

REINFORCING BAR TENSION LAP SPLICE TABLE CONCRETE COVER TO REINFORCING
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CONCRETE

SPECIFIED

LOCATION

BAR
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WALLS AND COLUMNS TO 62.5mm.

FIRE RATING IS REQUIRED, AS NOTED ON DRAWINGS, INCREASE CLEAR COVER FOR
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