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STANDARD DETAILS (6)
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GLYCOL FEED/EXPANSION TANK/AIR SEPARATOR PIPING

CHECK VALVE6.

PRESSURE SWITCH5.

PRESSURE RELIEF VALVE4.

LOW LEVEL SIGNAL3.

12MM2.

20MM1.
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NOTE:

DETAIL "B"DETAIL "A"

NTS

2305-201SPRING ISOLATED EQUIPMENT MOUNTING

NOTE W/M001
REF. TO

EQUIPMENT

SWING

30°

EQUIPMENT11.

WASHER (TYP)10.

CONC SLAB9.

SPRING HOUSING8.

IN SHEAR ISOLATOR
SPRING AND RUBBER 
25MM DEFLECTION STEEL 7.

PLATE NUT
PRECOMPRESSION 6.

10MM STEEL ROD5.

CUP
NEOPRENE SPRING 4.

INSERT3.

(TYP)
FLEXIBLE CONNECTION 2.

ANCHOR BOLT1.

FOR 4)
SEE DETAIL "B" (TYP 21.

STRUCTURE20.

(TYP FOR 3)
SLACK AIRCRAFT CABLE 19.

SEE DETAIL "A"18.

SUPPORT FRAME17.

BOLT (MIN 4 PLCS)
POINT 13MM DIA 
EQUIPMENT ANCHOR 16.

10MM STEEL ROD15.

NUT (TYP)14.

LOCKNUT13.

38MM x 38MM x 6MM
SUPPORT ANGLE 12.

FROM GR SYSTEM.19.

LARGER THAN 75MM.
AIR SEPARATOR IS
FLOOR SUPPORT WHERE18.

AUTOMATIC AIR VENT17.

TYP OF 3
FINISHED FLOOR,16.

TYP OF 3
150MM CONCRETE PAD,15.

AIR SEPARATOR14.

WITH LOCK SHIELD
SHUT-OFF VALVE13.

GLYCOL FEED TANK12.

PUMP SUCTION
PGS TO 11.

TYP OF 3
100MM MIN EMBEDMENT,
12MM ANCHOR BOLTS10.

EXPANSION TANK9.

CONNECTION
AIR CHARGING 8.

GLYCOL PUMP7.
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NTS

2305-807INSULATED DUCT THROUGH ROOF

BDTL-A004
ON DRAWING

LINER
WITH INTERNAL 
SHEET METAL DUCT

INSULATION
EXTERNAL

LOCK SEAM

ROOF

DUCT (20 GAGE)
PITCH AWAY FROM
COUNTER FLASHING.

TIGHT
SEAMS WATER
JOINT-SOLDER
STANDARD LOCK 

SEE DETAIL
ROOF CURB4
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SEE DETAIL

ROOF CURB

AND JOINTS

WATERPROOF SEAMS

ALUMINUM DUCT WITH

WHERE REQUIRED

REINFORCING

ALUMINUM ANGLE

SCREEN

AS REQUIRED

TACK WELDED

ANGLE RIVETED OR

135° MIN

ROOF

FRAME

SCREEN
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SCREEN

12mm GRID ALUMINUM

MATERIAL AS DUCT

COLLAR SAME

50mm ANGLE CLOSURE

BY ARCHITECTS.

ALWAYS BE DETAILED 

ROOF CURB SHOULD 
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2337-402GOOSENECK ROOF INTAKE OR DISCHARGE
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