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GENERAL NOTES:

INSTALL THE CABLE TRAY IN ACCORDANCE WITH THE MANUFACTURER'S
RECOMMENDATION AND IN ACCORDANCE WITH NEMA VE2.

CABLE TRAY ELEVATIONS ARE MEASURED FROM THE BOTTOM OF THE
CABLE TRAY.

ALL CABLE TRAYS SHALL BE CSA CLASS C1, ALUMINUM, HEAVY DUTY,
229mm RUNG SPACING, 152mm SIDE RAIL. STANDARD COMPONENTS,
FACTORY MADE TEES, CROSSES, REDUCERS, EXPANSION JOINTS, COVERS
AND ELBOWS. USE ACCESSORIES FROM SAME MANUFACTURER.

INSTALL CABLE TRAYS WITHOUT KINKS AND SAGS, COMPLETE WITH
SUPPORTS, BRACKETS, AND HARDWARE. PROVIDE A COMPLETE, RIGID
AND CONTINUQUS INSTALLATION.

NOT ALL REQUIRED TRAY BENDS, FITTINGS, ETC, ARE SHOWN. PROVIDE
THESE AS REQUIRED TO SUIT THE EXACT INSTALLATION.

SUPPORT TRAYS FROM STRUCTURAL MEMBERS OF THE BUILDING ONLY,
SUCH MEMBERS INCLUDE COLUMNS, BEAMS AND MASONRY. INSTALL
TRAY SUPPORTS AT SPACING OF NOT MORE THAN 2500mm ON CENTRE
FOR HORIZONTAL RUNS AND NOT MORE THAN 1800mm ON CENTRE FOR
VERTICAL RUNS.

ENSURE THAT BOLTED CONNECTIONS ARE TIGHT, THAT TRAYS ARE FREE
OF BURRS, SHARP CORNERS AND OTHER PROJECTIONS, WHICH MIGHT
DAMAGE CABLE JACKETS.

PROVIDE #2/0 AWG GREEN INSULATED BONDING CONDUCTOR ALONG THE
ENTIRE LENGTH OF TRAY, CONNECTED TO ALL MEMBERS WITH BONDING
CLAMPS.

REFER TO STRUCTURAL DRAWINGS FOR BUILDING EXPANSION JOINTS.
PROVIDE EXPANSION COUPLINGS AND FITTINGS FOR ALL CABLE TRAY
CROSSING JOINTS.

NOT ALL EXISTING SYSTEMS ARE SHOWN ON THIS DRAWING — EXISTING

CABLE TRAY / CONDUITS ARE NOT SHOWN. CONFIRM EXISTING DEVICES
ON SITE.

. ALL CABLE TRAY SHOWN ON THIS DRAWING IS NEW, AND IS TO BE

SUPPLIED AND INSTALLED BY THE CONTRACTOR AS PART OF THIS
CONTRACT.

SCAN ALL WALLS PRIOR TO DRILLING OR CUTTING, TO ENSURE THAT
DAMAGES TO EXISTING SYSTEMS DO NOT OCCUR. AVOID CUTTING OR
DAMAGING REBAR OR STRUCTURAL SYSTEMS. PATCH AND REPAIR ANY
DAMAGES THAT DO OCCUR, TO ORIGINAL CONDITION.

ALL CABLE TRAY SHOWN IS TO BE NEW, UNLESS SPECIFICALLY NOTED
AS "EXISTING”. EXISTING CABLE TRAYS ARE TO REMAIN.

SPECIFIC _NOTES:

PROVIDE FIRE RATED ASSEMBLY AND SEAL ALL PENETRATIONS ON THE WALL
TO SEPARATE THE AREAS.

CABLE TRAY IS DEDICATED ONLY FOR 600V MAIN POWER CABLES C-U710 &

C-U720. REFER TO SINGLE LINE DWG. ESLD-S005 AND ESLD-S006 FOR
CABLE DETAILS.

CABLE TRAY IS DEDICATED ONLY FOR 24VDC CONTROL AND COMMUNICATION
CABLES.

ADJUST/MODIFY HVAC DUCTING TO ACCOMMODATE THE INSTALLATION OF
CABLE TRAYS ABOVE THE CEILING IN THE ELECTRICAL ROOM.

SCAN THE WALL PRIOR TO CORE DRILLING OR CUTTING. CORE DRILL HOLES

THROUGH INTERIOR WALL FOR CABLES (SIZED TO SUIT). OPENINGS SHALL BE

SLEEVED WITH RIGID PVC CONDUIT. FIRE STOP ALL CABLE/CONDUIT
PENETRATIONS.

LOWER CABLE TRAY IS DEDICATED FOR POWER CABLES TO UV DISINFECTION
EQUIPMENT. UPPER CABLE TRAY IS DEDICATED FOR 24VDC CONTROL AND
COMMUNICATION CABLES.

POWER CABLES FOR UV DISINFECTION EQUIPMENT TO CONTINUE ABOVE THE
CEILING UP TO THE DISTRIBUTION PANELS. PROVIDE SUPPORTS FOR CABLES
ROUTED ABOVE THE CEILING.
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