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FERMENTERS

LOWER LEVEL PLAN

STRUCTURALC. RYNARD H.T. FREIHAMMER
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TRAIN 1

FERMENTER

PRIMARY SLUDGE

TRAIN 2

FERMENTER

PRIMARY SLUDGE

J. THANNICKAL E. LUI

0330-056

NOTES:

0315-806

0330-022

JOINT, SEE NOTE 2

AND WALL EXPANSION

EXISTING BASE SLAB

0315-811

D

SGAD-D005

1

SDTL-D001

0315-813

TYP

TYPE A,

PIPE PENETRATION

700

600 600

750

COMPRESSOR ROOM

5000 1000 400030002000

TYP OF 9

TYPE F,

EQUIPMENT PAD

CENTERED IN SLAB

WELDED WIRE MESH, TYP

152x152 MW9.1/MW9.1

REINFORCE NEW SLAB W/

WATERSTOP

EXCEPT NO

EXPANSION JOINT

NEW WALL

WATERSTOP

EXCEPT NO

EXPANSION JOINT

NEW BASE SLAB

AND COLUMN INFILL

TYP FOR ALL WALL

SEE

LOCATION

PIPE ENCASEMENT AT THIS

REQUIRED FOR REINFORCED

NO DRILLED-IN DOWELS

0330-056

TYP

TYPE F,

EQUIPMENT PAD

PIPE PENETRATION

LOCATION OF EXISTING

DIMENSIONS TO SUIT

PIPE PENETRATION

LOCATION OF EXISTING

DIMENSIONS TO SUIT

MATCH LINE, SEE DWG SGAD-T002

2017/04/05

    

    

6
0
0

750

SLABS. NO SEALANT REQUIRED WHERE TOPPING WILL BE APPLIED.

APPLICABLE FOR INTERIOR FACES OF WALLS AND

INSTALL JOINT FILLER AND APPLY SEALANT AS PER 

RAKE OUT EXISTING EXPANSION JOINT DOWN TO WATERSTOP.2.

WITH REPAIR MATERIAL.

50mm DEPTH OF UNSOUND CONCRETE REMOVAL AND REPLACEMENT 

SPECIFICATION 09 98 00.  FOR BIDDING PURPOSE, ASSUME AVERAGE

ENCASEMENTS, WALLS, UNDERSIDE OF ROOF SLAB, ETC) AS PER

INTERIOR EXPOSED CONCRETE SURFACES (BASE SLAB, BENCHING,

AND PROVIDE CHEMICAL RESISTANT COATING ON NEW AND EXISTING

AND FSL FILTRATE SUMP, REPAIR ALL INTERIOR EXPOSED CONCRETE

FOR PRIMARY SLUDGE FERMENTERS TRAINS 1 AND 2, WAS FILTRATE SUMP1.
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