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STANDARD DETAILS (2)

C. OSBERG
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FIRE PROTECTION

 

  

 

  

 

  

   

   

   

 

 

 

 

ROOF,  FLOOR OR CEILING

ROOF,  FLOOR OR CEILING

HEAD (TYP)

UPRIGHT SPRINKLER

HEAD (TYP)

UPRIGHT SPRINKLER

RISER NIPPLE

BRANCH LINE

TEE

WITH 25 TO 300

WITH 25 TO 300

VARIES

REDUCER FITTING

RISER NIPPLE

REDUCER FITTING

 

(SYMBOL                  )

(SYMBOL                  )

BEAM CLAMP

NFPA 13, 

ANGLE PER 

PIPE CLAMP

PIPE CLAMP

SWAY BRACE

PIPE CLAMP FOR

MAIN PIPE

MAIN PIPE

PIPE CLAMP

MAIN PIPE

FITTING

SWAY BRACE 

FITTING

SWAY BRACE 

BRACE PIPE

25 SCH. 40 

BRACE PIPE

25 SCH. 40 

BRACE PIPE

25 SCH. 40 
BRACE PIPE

25 SCH. 40 

BEAM

BEAM

BEAM

VARIES  

TYPICAL SEISMIC BRACING DETAILS

UPRIGHT PENDANT SPRINKLER HEAD

PIPE PENETRATION RATED WALLPIPE PENETRATION NON-RATED WALL

ON STUD WALL

GYPSUM BOARD

OF WALL

FULL THICKNESS

MINERAL WOOL

SURFACES ONLY

FINISHED, VISIBLE

ESCUTCHEON, FOR

METAL

26 GA SHEET

SLEEVE WITH
UNINSULATED PIPE

NOTE:  SEE SPECIFICATION FOR NON-RATED WALLS

EDGE OF SLEEVE

80 MINIMUM (TYPICAL)

WALL STRUCTURE 

THE WALL STRUCTURE

EQUAL IN RATING TO

FIRE SAFING INSULATION

UL LISTED SEALANT & 

NON-INSULATED PIPE

CL PIPE

PIPE SLEEVE

SEE SPECIFICATION FOR RATED WALL

NOTE:  

THRUST BLOCK

CONSTRUCTION.

REQUIREMENTS FOR OBSTRUCTED

AND EXHIBIT 8.15 FOR ADDITIONAL 

REFER TO NFPA 13, 8.6.4.1.2 (1) 

NOTE:

REQUIRED

FASTENER AS REQUIRED

FASTENER AS 

ANY DIRECTION

MAY PIVOT IN 

ANY DIRECTION

MAY PIVOT IN 

BEAM CLAMP

(SYMBOL                  )

LATERAL BRACE AT BEAM

LONGITUDINAL BRACE

FOUR-WAY BRACE

SEISMIC BRACING NOTES

DO NOT ATTACH BRACING TO METAL DECKINGE.

PER NFPA 13.

EXCEPTION: PIPE RUNS LESS THAN 3600 

LATERAL AND LONGITUDINAL BRACING.    

DIRECTION SHALL BE PROVIDED WITH BOTH 

EACH RUN OF PIPE BETWEEN A CHANGE IN D.

BY RODS LESS THAN 150 LONG PER NFPA 13.

REQUIRED ON PIPES INDIVIDUALLY SUPPORTED 

LATERAL SWAY BRACING SHALL NOT BE C.

NFPA 13.

IS BRACED LATERALLY AND VICE VERSA PER 

ARE INSTALLED WITHIN 600 OF PIPING WHICH   

TO ACT AS LATERAL BRACES WHERE THEY 

LONGITUDINAL BRACES SHALL BE ALLOWEDB. 

NFPA 13 (2002 EDITION)   

SEISMIC BRACING SHALL BE PROVIDED PER A.

BOLTS.

EXPANSION 

WITH (4) 15 

7 STEEL PLATE

1
5
0

REQUIREMENTS

FOOTING PER NFPA 13 

NO FITTING ALLOWED UNDER

SEALANT

WITH WATER PROOF 

WOOL AND SEALED 

FILLED W/ MINERAL 

50 ANNULAR SPACE PIPE

PIPE SLEEVE

J.C.B.S.00

H.T. FREIHAMMER
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