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SECTIONS AND DETAILS, DUCT BANK AND PULLBOXES
GENERAL ARRANGEMENT, DUCT BANK FOUNDATION LAYOUT

REFERENCE DRAWINGS

DESCRIPTION

(P2) 610mm@ CONCRETE PILE

SPECIFIC NOTES:

OJCHCHONS,

@ DUCT BANK
@ PILE

610mme

®)

SGAD-A001-001, 002, 003

SECTION (P3 & P4 CONCRETE PILES)
1:10

(P3) 610mm¢ CONCRETE PILE
/ (P4) 610mme¢ CONCRETE PILE

1288
GEOTEXTILE
(TYP.)
S F /\\))
© \/
SHT 002 N
P //
8 NS
© \//\/\
1D ==& )
Van \VanVan Van,
D
\//\ L ]
//\, ™~ 200 voD FoRM
//\ _ _
- - 700
o
= — | 100mm# RVC DRAINAGE PIPE
ol T . ey (ELEVATION VARIES) @
4-20M VERT. PROJECTED N XX
600mm INTO DUCT BANK —~—_| %{4}\/\
\ \
n
5 \— FIRST 3 TIES @ 150 0/C
5% THE REST @ 1000 0/C
&
3
53
o5 E
ST
51 SHT 002 \
=z 2
Tz * * ——— 6-15M VERT
= I - i
— | et ————— L —
Q T
5% d e
=z
o w
=
Ea
=
8 €
283
Te}
T~
Q.
~'<t
&

CONTRACTOR TO INSTALL 100mm¢ PVC DRAINAGE PIPE WHERE SHOWN ON DUCT BANK FOUNDATION 1.
LAYOUT DRAWINGS. NO DRAINAGE PIPE TO BE INSTALLED FROM PULLBOX PB-G700 THROUGH PB-R700.
REFER TO DWGS. 1-0102-SGAD—-A001-001, 002, 003.

PLASTIC SPACERS ARE TO BE PLACED 152mm FROM EACH END OF DUCT BANK, AND AT MIN. 1500mm
0/C ALONG ENTIRE LENGTH OF DUCT BANK. TYPICAL.

PROVIDE MINIMUM 10M TIES IN PAIRS INTERLOCKING UAT MAXIMUM 300mm 0/C CONTINUOUS
ALONG ENTIRE LENGTH OF DUCT BANK FOR DUCTILITY AND CRACK CONTROL %3 = 0.0015. TYPICAL.

FOR TOP OF CONCRETE DUCT BANK BACKFILL DETAILS, REFER TO DWG. 1-0102-EDTL-A002-001.

(P5) 5500 mm PILE LENGTH (IN VEHICULAR AREAS)
(P6) 4000 mm PILE LENGTH (IN NON-VEHICULAR AREAS)

GENERAL NOTES:

ARRANGEMENT.

N

PROVIDE MINIMUM 10M CONT. HORIZ. REINF. AT MAXIMUM 300mm O/C ON ALL EXTERIOR FACES
OF CONCRETE DUCT BANK FOR DUCTILITY AND CRACK CONTROL ﬁg = 0.0015. TYPICAL.

W

5. ALL DUCT BANK CONCRETE TO BE REIENFORCED AS DETAILED.

REFER TO DWGS. 1-0102-SGAD-Y001-001, 002, 003 FOR STRUCTURAL GENERAL NOTES.

REFER TO DWGS. 1-0102-SGAD—-AQ01-001, 002, 003 FOR DUCT BANK FOUNDATION LAYOUT GENERAL

ALL POWER DUCT BANK CONDUIT AND FITTINGS SHALL BE 9150mm, IPEX RIGID SUPER DUCT TYPE DB2.

4. ALL POWER DUCT BANKS TO BE CONSTRUCTED USING IPEX VERTICAL-LOK 6X2 (PRODUCT CODE 029580)
INTERMEDIATE SPACERS AND 2X2 (PRODUCT CODE 029564) BASE SPACERS.

6. PROVIDE 75mm CLEAR COVER ON ALL REINFORCING CAST AGAINST EARTH FORMS (TYPICAL).
7. PROVIDE MINIMUM CLASS C LAP LENGTH ON ALL REINFORCING.
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