
BEDDING SAND (BOTTOM)

JOINT SAND (JOINTS)

CIP CONC. SIDEWALK
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NOTE: SIDEWALK INDICATOR STRIP BLOCKOUTS MUST BE IN DIRECT AND CONTINUOUS ALIGNMENT

WITH APPROACH INDICATOR STRIP BLOCKOUTS.
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SIDEWALK INDICATOR STRIP

1:10LS-11 SCALE
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UNIT PAVERS IN CONC. BLOCKOUT - SIDEWALK

1:10LS-11

LEAN CONCRETE BASE (TBD)

BEDDING SAND (BOTTOM)

JOINT SAND (JOINTS)
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194 x 92 x 57mm ENDICOTT BRICK

SOLDIER COURSE

COLOUR: MANGANESE IRONSPOT

194 x 92 x 57mm ENDICOTT PAVER ON

23 BEDDING SAND & 80 BLOCKOUT;

PATTERN: RUNNING BOND;

COLOUR: MEDIUM IRONSPOT

194 x 92 x 57mm ENDICOTT BRICK PAVER ON

16 BEDDING SAND & 73 DEPTH BLOCKOUT;

PATTERN: SOLDIER COURSE;

COLOUR: MANGANESE IRONSPOT

CIP CONC. SIDEWALK

OMEGA ECO PANELS MOUNTED ON SQUARE POSTS (HEIGHT 1245mm H)

PANEL

HEIGHT

NUMBER OF FOLDS

PER PANEL

NUMBER OF ANGLE BRACKET

KITS PER SECTION

1245 mm (4'H)

2 8

2356 ext.

1
2
4
5

SCALE
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BARRIER FENCE

NTSLS-11

Panel 1245mm (29 lbs/13.2 kg)

OMEGA ECO PANELS AVAILABLE THRU

OMEGA II Fence Systems

Head office: 1735 St-Elzear Blvd. West,

Laval (Quebec) Canada H7L 3N6

Phone: 1 800 836 6342 / 450 686-9600.

E-mail: customerservice@omegatwo.com

6 Ga / jauge

[Ø4.88mm]

1 31/32" [50mm]

c/c

1"

[25.4mm]

6"

[152.4 mm]

THE ECO FENCE SYSTEM IS AN

ASSEMBLY OF TWO PANELS

3000 1800
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5600

194 x 93 x 57mm ENDICOTT PAVER FIELD

ON 23 BEDDING SAND / 80 BLOCKOUT

COLOUR: MEDIUM IRONSPOT

PATTERN: RUNNING BOND

600mm WIDE

MAINTENANCE STRIP

APPROX. LOCATION OF

TRAFFIC / LIGHT POLE W/

CYCLIST PUSH BUTTON

APPROX. LOCATION OF

TRAFFIC / PEDESTRIAN

SIGNAL W/ PUSH BUTTON

ON RAISED PEDESTAL

SYMBOLS AND

LINE MARKINGS

(SEE CIVIL)

R     O     A     D

TINTED CONCRETE

BIKE PATH

TACTILE

WARNING STRIP

800 900

BACK OF CURB
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RAISED CROSSING

℄℄
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TYPICAL BIKE-PED ISLAND PAVING LAYOUT

1:100LS-11

194 x 93 x 57mm ENDICOTT PAVER

SOLDIER COURSE

COLOUR: MANGANESE IRONSPOT

3 COURSE STACK PATTERN

194 x 93 x 57mm ENDICOTT PAVER

COLOUR: MEDIUM IRONSPOT IN

BETWEEN MANGANESE IRONSPOT

3
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DECIDUOUS TREE PLANTING

NTSLS-11 SCALE
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TYPICAL SHRUB PLANTING

NTSLS-11

PLANTING SOIL MIX

75mm DEPTH MULCH

(type as noted in spec and drawings)

FINISH GRADE

DO NOT DAMAGE OR CUT LEADER.

PRUNE AS PER STANDARD HORTICULTURAL

PRACTICE. COMPACT TOPSOIL - DO NOT

ALLOW AIR POCKETS WHEN BACKFILLING

REMOVE BURLAP FROM

MAX. 1/3 OF ROOT BALL

WATERING SAUCER

100mm DEPTH

SCARIFY BOTTOM & SIDES

OF TREE WELL TO 150 DEPTH

COMPACTED SUBGRADE

WIDTH OF

ROOTBALL

± 900mm

T RAIL IRON STAKES

20mm x 35mm x 2.4m

PAINT WITH BLACK PRIMER

TREE PROTECTION

BIODEGRADABLE TREE TIES

MIN. 50mm WIDTH

SOD OR SHRUB BED (SEE LAYOUT)

75mm (3") DEPTH MULCH (type as

noted in spec and drawings)

ROOTBALL;

ALL CONTAINERS TO BE REMOVED

PLANT IN SAUCER 75mm (3")

ABOVE FINISH GRADE

PLANTING SOIL MIX

300mm (12") DEPTH

COMPACTED SUBGRADE

SCARIFY 100 mm DEPTH

SCALE
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BENCH

NTSLS-11 SCALE
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WASTE RECEPTACLE

NTSLS-11
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 FERMOR AVENUE BRIDGE OVER SEINE RIVER

BRIDGE REHABILITATION, PEDESTRIAN-CYCLIST UNDERPASS STRUCTURE

AND ROADWORKS FROM ST. ANNE'S ROAD TO ARCHIBALD STREET

LANDSCAPE DETAILS
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