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-~ UPON LOCKOUT & BY MANITOBA HYDRO 
~ THE CONTRACTOR WILL MAINTAIN 
'" CIRCUIT & STANDARDS MARKED FOR 

SALVAGE & INSTALL TEMPORARY#4DPX 
OVERHEAD FEED TO MAINTAIN LIGHTING 
DURING CONSTRUCTION. AT THE END OF 
CONSTRUCTION TEMPORARY OVERHEAD 

- TO BE REMOVED BY CONTRACTOR. THE 
SOURCE FEED TO BE DISCONNECTED BY 
MANITOBA HYDRO 
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MANITOBA HYDRO TO INSTALL 2- 1/0TPX 
STREET LIGHT DIPS AS PER CD315-5 C/W 
NEW 60A POLE MOUNTED STREET LIGHT 
RELAYS & RECONNECT PILOT WIRE. 
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01/01 DO 1-04707-DE-50000-0401 
NOTES: 

CONSTRUCTION STANDARDS 

TO BE CONSTRUCTED IN ACCORDANCE WITH MANITOBA HYDRO DISTRIBUTION 
AND SUBTRANSMISSION STANDARDS, LATEST REVISION. NO MAJOR CHANGE 
SHALL BE MADE WITHOUT APPROVAL OF THE DESIGN ENGINEER OR DELEGATE 

BUMPER POST/FIBERGLASS PAD 

MANITOBA HYDRO IS RESPONSIBLE FOR INSTALLING FIBERGLASS PAD AND BUMPER POSTS FOR PMT 

CUSTOMER ACCEPTANCE 

THE CUSTOMER SERVICE DEPARTMENT REPRESENTATIVE IS RESPONSIBLE FOR 
OBTAINING WRITTEN CUSTOMER AGREEMENT TO THE PROPOSED INSTALLATION 
PRIOR TO CONSTRUCTION COMMENCEMENT. 

SITE GRADING 

THE DEVELOPER IS RESPONSIBLE FOR GRADING OF THE SITE TO WITHIN +/..fJ.15M OF 
FINISHED GRADE PRIOR TO CONSTRUCTION COMMENCEMENT. BENCHMARKS ARE TO 
BE OBTAINED FROM THE DEVELOPER OR CONSULTANT. 

PROPOSED SEQUENCE OF CONSTRUCTION: 

- MH STAFF SHALL OISCONNECT ANO ISOLATE THE EXISTING STREET LIGHT POLE OR POLES TO BE 
REPLACED. 

-CONTRACTOR TO INSTALL TEMPORARY OIH FEEDS BETWEEN EXISTING POLES. 

- MH STAFF TO INSTALL FINAL DROP FROM EXISTING POLE TO SOURCE AND ENERGIZE. 

-CONTRACTOR TO INSTALL NEW POLES, UNOERGROUND STREET LIGHT CABLE 
BETWEEN POLES, GROUND RODS, RELAYS, AND BOTTOM SECTION OF CABLE GUARD AT DIP (IF 
APPLICABLE) AND TERMINATE IN HANO HOLE. 

- MH STAFF TO DISCONNECT ANO ISOLATE TEMPORARY 0/H FEED TO EXISTING POLES, AS WELL AI 
COMMISSION AND ENERGIZE NEW POLES FROM NEW UNDERGROUND SOURCE. 

-CONTRACTOR TO REMOVE 0/H FEEDS AND REMOVE EXISTING POLES. 

COW TENDER 
FIFE STREET ROAD RENEWAL 
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CONTACT 

I DESIGN 
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INSTALL PROPOSED DAVITS 
ON BREAK-AWAY BASES AS 
PER CD300-10. 
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CONTRACTOR TO EMPLOY OWN 'ltt~ . 
SAFETY WORK PRACTICE MANITOBA ~" 
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INSTALL NEW GROUND RODS 
AS PER CD50-5 

,. PRELIMINARY NOT TO BE 
USED FOR 
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CONSTRUCTION 

INSTALLED 

Quantity Fixture Type Wattage Pole Type 

I 2 LED 150 EXCLUSIVE l 9 LED 90 EXCLUSIVE 
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PROPOSED Oe.JECT 

OI'IJE.CT TO I'>E S"L\'A.GED 

REMOVED 

Quantity Fixture Type Wattage Pole Type 

10 LED 150 EXCLUSIVE 

2 LED 90 EXCLUSIVE 

3 LED 60 EXCLUSIVE 

LOCATION WMINAIRE 

FIFE STREET LED ,.. ••• ••• 

THIS IS A PRINT OF A DOCUMENT THAT HAS 
BEEN ELECTONICALLY AUTHENTICATED WITH 
TECHNOLOGY AUTHORIZED BY THE EGM. THE 
ORIGINAL IS IN ELECTRONIC FORM. 
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CITY OF WINNIPEG REQUIREMENTS: 

1 "'"'" 

1 360-5741 

WATER AND WASTE DEPARTMENT APPROVAL SUBJECT TO TliE FOLLOWING NOTES: 

A MINIMUM CLEARANCE OF 1000 MIU.IMETERS SHALL BE PROVIDED BETWEEN THE 
UNDERSIDE OF ANY EXISTING WATERMAIN OF SEWERMAIN PIPE AND THE TOP OF THE 
PROPOSED WORKS 

OR 
A MINIMUM CLEARANCE OF 1000 MIU.IMETERS SHALL BE PROVIDED BETWEEN THE 
UNDERSIDE OF THE PROPOSEO WORKS AND THE TOP OF ANY EXISTING WATERMAIN OR 
SEWERMAIN PIPE 

A MINIMUM LATERAL CLEARANCE OF 1.0 METER SHALL BE PROVIDED BETWEEN THE 
NEAREST EDGE OF TliE PROPOSEO WORKS AND THE NEAREST EDGE OF ANY EXISTING 
WATERMAIN, WATERMAIN VALVE, HYDRANT, SEWERMAIN OR SEWER MANHOLE. 

A MINIMUM CLEARANCE OF 3.0 METERS SHALL BE PROVIDED BETWEEN THE 
NEAREST EDGE OF ANY PROPOSED POLE OR LIGHT STANDARD INSTALLATION AND TliE 
NEAREST EDGE OF ANY EXISTING HYDRANT AND HYDRANT BRANCH. 

CITY OF WINNIPEG EXCAVATION STANDARDS 

(1) BEFORE EXCAVATION FOR INSTALLATION OF HYDRO 
UNDERGROUND PLANT, DEPTH AND LOCATION OF OBSTRUCTIONS 
MUST BE DETERMINED. 

(2) BEFORE COMMENCING WORK, ALL UTILITIES 
ARE TO BE CONTACTED FOR CLEARANCES. 

(3) CONCRETE SAW TO BE USED TO CUT PAVEMENT (FULL DEPTH) 

[4) TliE CONTRACTOR SHAll BE RESPONSIBLE FOR ALL REPAIRS 
TO SffiEETS, CURBS, BOULEVARDS, SIDEWALKS, FENCES, AND IWY 
OTHER PROPERTY DAMANGE DURING THE COURSE OF CONSTRUCTION. 

(5) ALL EXISTING STREET EXCAVATIONS TO BE BACKFILLEO WITH 
STABILIZED FILL SIDEWALK EXAVATIONS WITH STABILIZED FILL. 
ALL OTHER EXCAVATIONS SHALL BE BACKFILLED WITH EARTH FILL. 

(6) ALL WORK SHALL CONFORM TO MANITOBA HYDRO SPECIFICATIONS. 

(7) MINIMUM 1.2 METERS COVERING CABLES AT DITCH BOTTOM. 
RESTORE AND REGRADE DITCH. 

""DISCLAIMER"* 
THE INDICATION OF OTHER PARTIES ON THIS DRAWING ARE FOR TRENCH 
LOCATION PURPOSES ONLY. REFER TO THE OTHER PARTY'S DRAWINGS FOR 
DESIGN DETAILS . 

BANNERS AND ASSOCIATED HARDWARE TO BE 
REMOVED AND RETURNED TO THE CITY OF 
WINNIPEG, 1277 PACIFIC AVENUE WITH AN ITEMIZED 
LIST AND QUANTITIES. 

CONTACT "CLICK BEFORE YOU DIG MANITOBA" AT 

ClickBeforeYouDigMB.com 

THREE FULL WORKING DAYS 

PRIOR TO CONSTRUCTION FOR LOCATION OF EXISTING 
WATER, WASTEWATER, LAND DRAINAGE UTILITIES AND 

MANITOBA HYDRO UTILITIES 

AREA NUMBER 

INFORMATION PERTAINING TO THE SIZE, TYPE AND LOCATION OF MANITOBA HYDRO 
FACILITIES AND INSTALLATIONS IS ILLUSTRATIVE ANO SHOULD NOT BE RELIED ON FOR 
THE PURPOSES OF ANY ACTIVITY BEING CONDUCTED AT OR NEAR THE IDENTIFIED HYDRO 
INSTALlATIONS. ALL LOCATIONS AND EQUIPMENT MUST BE VERIFIED BY APPROPRIATE 

MANITOBA HYDRO 
I I 

5203, 5001 WO#P:29541 NETWORK# 4304917 
STATION NUMBER 

CSC: CITY CENTRE 
1523 

f=::::::-ccc::=:----1 CUSTOMER SERVICE PROJECT 
FEEDER NUMBER 

t==~~ ~===E==~~~R~EF~ER~EN~c~E D~RA§w~IN~os~~~==n~~~~~~2~3~24~,2~4~0;3~ FIFE STREET ROAD RENEWAL DRAWN FH 
3L.S37 CITY OF WINNIPEG APPROVED PLAN REPLACE STREET LIGHTS ON FIFE STREET 

CHECK SYSTEM VOLTAGE 

BETWEEN COLLEGE AVE AND BURROWS AVE 
I 

1 '. 
I 

L• 1\HttOTATION 

L L • A r.INOTAn ON 

l-114 ALGI 5T'tlf.ETLIGiiTIN':> Go'.S l.E 

SCALE 1:750 
l - l./0 l"R II'LEX:>TFIEET LiG HTING GIIEJ.LE 

DATE 2018 03 12 

2.4/4.16KV 

SHT. REV. 
1-04 707 -DE-50000-040 1 01/01 00 

1-04707-DE-50000-0401_0001-R1

chumbert
Sticky Note
Marked set by chumbert

chumbert
Text Box
 0001-R1

chumbert
Text Box
0001-R1




