
ALUMINUM PEDESTRIAN

HANDRAIL (TYP.)

VARIES

CAUTION: HYDRO

UNDERGROUND 5 OF

4 WAY DUCTLINE

TOP ELEV. 230.544

CAUTION: WATER LINE

APPROXIMATE UNDERGROUND

WATER LINE LOCATION.

ELEVATION UNKNOWN

351±

- 75 THICK - 20mm CRUSHED LIMESTONE BASE COURSE

- NON WOVEN GEOTEXTILE FABRIC

- 250 THICK - 50mm CRUSHED LIMESTONE PREPARED SUBGRADE

PROPERTY LINE

C

L

RAMP

285VARIES

VARIES

1430±

1930±

250±

SALVAGE EXISTING

STAIRWAY HANDRAIL AND

CURB TO BE DEMOLISHED

882±

250Ø CSP CULVERT

EXISTING STAIRWAY LANDING

EXCAVATION LIMTIS

K

120 126

SECTION

STAIRS AND RAMP LANDING

SCALE:  1:20

EXISTING

GROUND LINE

FINISHED GROUND TO MATCH EXISTING

GROUND LINE UNLESS OTHERWISE SHOWN

250

DEMOLISH CURB AND SLAB

SEE SHEET 136 FOR JOINT DETAIL

STRUCTURAL

BACKFILL

SEE SHEET 72 FOR

LANDSCAPING

SEE SHEET 72 FOR

LANDSCAPING

1

- -

250

50

RAMP CONCRETE

LANDING

REMOVAL OF EXISTING

STAIRS 250 CURB AND

CONCRETE SLAB

EXISTING REINFORCEMENT

GROUT 50 PAST

END OF EXISTING

REINFORCEMENT

FOR JOINT DETAIL SEE

SECTION H ON SHEET 136
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LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES
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A BAP
18/06/28ISSUED FOR 50% DESIGN REVIEW

B BAP
18/08/07ISSUED FOR 95% DESIGN REVIEW
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PEDESTRIAN ACCESSIBILITY RAMPS

SOUTH RAMP

CROSS SECTIONS 5

NOTES:

· ALL CONCRETE FACES SAWCUT FOR CURB AND SLAB REMOVAL EXPOSING ENDS OF

REINFORCEMENT TO BE COVERED WITH 50mm THICK GROUT AS PER DETAIL 1.

· FOR TYPICAL SLAB CROSS SECTION DIMENSIONS SEE SHEET 120.

· ALL EXPOSED CONCRETE CORNERS TO HAVE A 20mm CHAMFER UNLESS NOTED OTHERWISE.
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SCALE:  1:5
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