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1 o 17373 NOTES :
| 138W & CAUTION:
A. = 25 . CONSTRUCTION STANDARDS
5 3 SEWER,WATER AND GAS
IN WORK AREA T8 CONSTRUCTED I ACCOROANGE WITL MANITORA YORO. o
S U SE SOFT D|G AS REQU'RED ggS:\éA’\ngﬁ énégg% EHDAELIE_EBGEA ¥€DE WITHOUT APPROVAL OF THE '
UIG SL CABLE TO BE MINIMUM CONSTRUCTION TO PREVENT DAMAGE OR LOSS.
1.0m AWAY FROM ALL OTHER
UTILITES UNLESS OTHERWISE INSTALLED
N OTE D Quantity Fixture Type Wattage Pole Type
6 LED 60 EXCLUSIVE
UPON DISCONNECTON BY MB HYDRO
THE CONTRACTOR SHALL INSTALL
TEMPORARY #6 OVERHEAD FEED IN
| ORDER TO MAINTAIN LIGHTING DURING o
I ] CONSTRUCTION Quantity Fixture Type Wattage Pole Type
o AT THE END OF CONSTRUCTION TEMPORARY 3 - e
! OVERHEAD SHALL BE DISCONNECTED BY 3 'ED - EXCULSIVE
g THE CONTRACTOR
N
N R
-
E MB HYDRO SHALL CUT, CAP AND ABANDON
L ORIGINAL FEED TO THE STREET LIGHTS
PRIOR TO REMOVAL. ALL FINAL CONNECTIONS | —
WILL BE COMPLETED BY MB HYDRO. W A o Rl KA PR prone
g
INSTALL NEW STREET LIGHTS AND CABLE
ON ALIGNMENTS AS SHOWN. S
DESIGN CHRIS GALBRAITH 43,\‘:[—-]2'\::2:46 cgalbraith@hydro.mb.ca
- INST ALL NEW GROUND RODS AS PROJECT MGMT DARIN WACH 204:360:3082 :;:c:;@(fyﬁ;:z:a
PER CD 50-5 T VoI e R e
O/H CONSTRUCTION BRYAN SANGSTER 204-792-6773 bsangster@hydro.mb.ca
ALL STREET LIGHT CABLE TO BE INSTALLED s
- IN 2" CONDUIT ENG TECH PHIL BRUCE 431-373-0496 | pbruce@hydro.mb.ca
ENG TECH TOM HUMBLE 204-360-7451| thumblel@hydro.mb.ca
ALL STREET LIGHTS TO HAVE BREAKAWAY
BASES UNLESS INDICATED
B .
>’ RAILWAY X
“-E CATV X
ool
N FOR CLEARANCE OF EXISTING WATER & WASTE
ES DEPARTMENT PLANT CONTACT THE SURVEY &
INSPECTION BRANCH 48 HOURS PRIOR TO
T CONSTRUCTION AT 986-3322
U
| NOTE: INDICATION OF ALL UNDERGROUND UTILITIES IS i) HAmReTR ADrRETRE AT
FOR ILLUSTRATIVE PURPOSES ONLY. CONTACT THE
APPLICABLE UTILITIES FOR SPECIFIC PLANT LOCATIONS
AND CLEARANCES.
. ~. —
MB HYDRO TO INSTALL NEW DIP
PER CD 315-5 C/W 2 NEW N/O 60A POLE
1 MOUNTED STREETLIGHT RELAYS.
o CONTRACTOR SHALL INSTALL LOWER 3m
OF CABLE GUARD PER CD 315-5 & CD 200-63. -
‘ g\c(nlh \L\IDER\)/\C/) CABLE FOR FINAL CONNECTION \\ SRELIINARY
P N a : \‘ CONTACT "CLICK BEFORE YOU DIG MANITOBA" AT FOR CONSTRUGTION
|
1 ZO/ZO#V | ClickBeforeYouDigMB.com
THREE FULL WORKING DAYS
T Tt PRIOR TO CONSTRUCTION FOR LOCATION OF EXISTING
- WATER, WASTEWATER, LAND DRAINAGE UTILITIES AND
| MANITOBA HYDRO UTILITIES THIS IS A PRINT OF A DOCUMENT THAT HAS
‘\ BEEN ELECTRONICALLY AUTHENTICATED WITH
| TECHNOLOGY AUTHORIZED BY THE EGM.
ﬁ THE ORIGINAL IS IN ELECTRONIC FORM.
— DATE REVISIONS BY CKD. APP. AREA NUMBER MANITOBA HYDRO
I 5201 DISTRIBUTION PLANNING & DESIGN
‘ WO# P:38274 NETWORK# 4307882
slos — ST LU/TER CSC: CITY CENTRE
v svoos: s 0L m———YE CUSTOMER SERVICE PROJECT
(v of — R—————— TS 409N20 INSTALLATION OF STREETLIGHT BASES, STANDARDS
L UGS APPROVAL pn—— SYSTEM VOLTAGE AND CABLE.
o 120V LANGSIDE ST FROM CUMBERLAND AV & SARGENT AV.
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