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SECTION
NEW WATERPROOFING AND ASPHALT OVERLAY
SCALE:  1:20

6000
APPROACH SLAB

3205

UNDERPASS ROOF

150

EXISTING
300 APPROACH SLAB

6000
APPROACH SLAB

80 ASPHALT
90 ASPHALT 10 WATERPROOFING

1000 1000

150

2
- -

80 ASPHALT

SAFETY CURB SD-206B

EXISTING CONCRETE
PAVEMENT

1.2 mm THICK
BUTYL RUBBER

10 WATERPROOFING

1
211 212

DETAIL
WATERPROOFING AT SAFETY CURB
SCALE:  1:7.5

D
209 212

SECTION
REMOVALS
SCALE:  1:20

REMOVE 90 mm
EXISTING ASPHALT

6000
APPROACH SLAB

3205

UNDERPASS ROOF

150

EXISTING
300 APPROACH SLAB

6000
APPROACH SLAB

150

REPAIR AND PATCH CONCRETE SURFACE AS
DIRECTED BY THE CONTRACT ADMINISTRATOR (TYP)

2
- -

2
- -

DETAIL
JOINT REPLACEMENT
SCALE:  1:5

13

5
60

EXISTING LOW DENSITY
STYROFOAM TO REMAIN

EXISTING PRECOMPRESSED EXPANDING
JOINT FILLER. REMOVE AND REPLACE.

UP1501
UP1502

±464

EXISTING REBAR

A
- -

SECTION
SCALE:  1:10

3
210 212

DETAIL
SCALE:  1:10

A
- -

EXISTING REBAR
LOCALLY CHIP AROUND DRAIN
TO EXTENTS SHOWN

UP1501, LAP 300 mm TO EXISTING TOP
AND BOTTOM LAYERS

±4
00

±464

±2
11

±127

±864

±1
08

4

UP1502, LAP 300 mm TO EXISTING
TOP AND BOTTOM LAYERS

EXISTING CATCHBASIN.
REMOVE AND PLUG AS REQUIRED.

OUTSIDE EDGE OF TUNNEL

DISCRETE GALVANIC ANODE OR
APPROVED EQUIVALENT @ 300 OC
ON PATCH PERIMETER

DISCRETE GALVANIC ANODE OR
APPROVED EQUIVALENT @ 300 OC
ON PATCH PERIMETER

3
4" WATERSTOP (TYP)

4
209 212

DETAIL
APPROACH SLAB CATCH BASIN REMOVAL
SCALE:  1:20

±900

±8
00

UP1908SS, 900 LONG.
EMBED 300 MID-HEIGHTUP1908SS, 900 LONG.

EMBED 300 MID-HEIGHT UP1909SS, 1050 LONG.
EMBED 300 MID-HEIGHT

EXISTING
APPROACH SLAB

EXISTING CURB FACE

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

METRIC AS NOTED

212

212CHURCHILL DR PEDESTRIAN UNDERPASS
(UNDER OSBORNE ST)

APPROACH SLAB AND WATERPROOFING DETAILS
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DESIGNED

DRAWN

CHECKED

APPROVED

RELEASED FOR CONSTRUCTION

BM
ELEV

HOR SCALE
VERT SCALE

DATE DATE

PROFESSIONAL'S SEAL

SHEET OF

CONSULTANT FILE NAME

BY

BY

BY

BY

LOCATION OF UNDERGROUND STRUCTURES
AS SHOWN ARE BASED ON THE BEST
INFORMATION AVAILABLE BUT NO
GUARANTEE IS GIVEN THAT ALL EXISTING
UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT.  CONFIRMATION OF
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE
INDIVIDUAL UTILITIES BEFORE PROCEEDING
WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES
COMMITTEE

LOCATION APPROVED
UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

THE CITY OF WINNIPEG
PUBLIC WORKS DEPARTMENT

ENGINEERING DI9ISION
CITY FILE NUMBER

244

54-006
228.166 m

Tblt. in S. face of E. Conc. Sier in 1st row of Conc. Siers
N. of S. end of St. Vital Bridge over Red River,
N. of Kingston Row, 5 m W. of E. end of Pier.

DRAWING NUMBER

TENDER No. 615-2022

Certificate of Authori]ation
MORRISON HERSHFIELD

No. 1736

ENGINEERS
GEOSCIENTISTS
M$NITO%$

U216-24-
ST� 9ITAL TWIN BRIDGE O9ER THE RED RI9ER

REHABILITATION AND RELATED WORKS

ISSUED FOR TENDER0 22/11/24 BAP
NOV 24, 2022
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