
Page 1 of 1 

 

PART E – SPECIFICATIONS 

Revise: E3.1 to read: The Contractor shall at all times, have available at least ten (10) tow trucks: 

  (a) equipped with dual wheels on the rear axle or axles thereof;  

  (b) having a minimum gross vehicle weight of five thousand (5,000) kilograms; and  

  (c) shall be a wrecker / wheel lift having all necessary equipment, including dollies. 

 

Revise: E3.2 to read: When a Callout is made for courtesy towing during a Snow Clearing or Street Clearing 
Operation the Contractor shall have at minimum ten (10) tow trucks performing tows 
throughout the duration of the operation. 

 
 
Revise: E10.1 to read: The tow truck operator shall not complete the towing of a vehicle if the owner/driver of the 

vehicle attends the scene and claims the vehicle during any preparation for towing or 
attachment of the hoist mechanism, the vehicle shall be released to the owner/driver.  

  (a) The City will compensate the Contractor fifty (50) percent of the Unit Price from Form 
B: Prices if a vehicle is released to the owner/driver of the vehicles after any preparation 
for towing. 
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PLEASE FORWARD THIS DOCUMENT TO 
WHOEVER IS IN POSSESSION OF THE 
BID/PROPOSAL 
 

TELEPHONE NO.  204 986-7037 

 
THIS ADDENDUM SHALL BE INCORPORATED 
INTO THE BID/PROPOSAL AND SHALL FORM 
A PART OF THE CONTRACT DOCUMENTS 
Template Version: Add 2021-03-05 

 

 
Please note the following and attached changes, corrections, additions, deletions, information and/or instructions 
in connection with the Bid/Proposal, and be governed accordingly.  Failure to acknowledge receipt of this 
Addendum in Paragraph 10 of Form A: Bid/Proposal may render your Bid/Proposal non-responsive. 

 

  


