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NOTES
1.

ALL WORKS HAS COMPLIED WITH THE WINNIPEG
ELECTRIC BYLAW AND THE MANITOBA BUILDING

CODE.

NOT ALL EXISTING WORKS ARE SHOWN.
LOCATED UNDERGROUND SERVICES IN ALL AREAS

PRIOR TO EXCAVATION.

USE SOFT DIGGING

TECHNIQUES AT STRUCTURES AND WHERE HERE
IS UNDERGROUND PLANT.

REUSED PORTIONS OF

EXISTING VEHICLE LOOP

SENSOR SAW CUTS THAT ARE WITHIN 300mm
OF THE NEW LOCATIONS SHOWN.

THE LANE EXIT SIGNAGE IN EACH LANE SHALL
BE IN SIGHT OF THE LANE ENTRANCE CAMERA
IN THAT LANE EVEN WHILE THE LANE IS IN USE.
PILES FOR NEW OR RELOCATED GATES,
MESSAGE DISPLAY PEDESTALS, CAMERA POSTS,
AND LIGHTING POSTS IS REINFORCED
CONCRETE, TO STRUCTURAL PILE SPECS FOR
CLASS S—1 EXPOSURE, 6109, EXTENDING
FROM 4000 BELOW GRADE TO 150 ABOVE
GRADE AND CHAMFERED 25 mm. FORM PILE

AND REINFORCE WITH

6—15M VERT AND 6-10M

TIES 150 o/c (TOP) AMD 300 o/c
(REMAINDER). COORDINATE ANCHOR BOLTS AND

BASEPLATES. PROVIDE

SLEEVES INCLUDING MIN

ONE SPARE SLEEVE PER PILE.

NOTE THAT THERE ARE FOUR NEW BOLLARDS
FOR LANE 3 AND FOUR EXISTING BOLLARDS TO
BE REMOVED FOR LANE 3. THERE ARE 6 NEW
BOLLARDS FOR LANE 4. THIS IS THE TOTAL
QUANTITY OF BOLLARDS RELATED TO ELECTRICAL
WORKS. SEE BOLLARD DETAIL ON DRAWING
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— LOCATED CONDUITS, CONFIRM EMPTY, AND
CUT BACK EXCESS LENGTH AT LEACHATE
BUILDING. RISE UP BUILDING INTERIOR

FACE AND TERMINATE IN 300mm BOXES.
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