D SIZE 22" x 34" (559mm x 864mm)

PLOT: 1/23/2015 9:34:55 AM
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FIELD NOTE: |

EXPLORATORY TEST HOLE ATEEMPTED Q
LEACHATE AND SLUDGE MAINS, UNABL
TO LOCATE. UNKNOWN 150mm METALLIC

PIPE OBSERVED AT A DEPTH OF 2.6m |

TEST HOLE, AS WELL AS WHAT APPEARS | -

TO BE AN ABANDONED MANHOLE.

MH#33 231.49
N INV 227.30
E OBV 227.56
W OBV 227.61

HYDRANT IS FED FROM
ATERMAIN IN GALLERY#8.

FIELD NOTE:

FIELD NOTE:

REMOVED.

W,

. ——————— 0

g

=

PIPE NOT VISIBLE IN MH#29,
POSSIBLY ABANDONED OR

MH#133 231.39
E OBV 227.46
S INV 228.93
W OBV 227.78
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1

MH#134 231.33
N INV 229.70
E INV 227.18
S INV 228.94
(CAPPED)

W INV 226.97

NOTE:

100 WWS @ 2.0% IN

INSULATED TRENCH WITH
50 BOX STYLE -

)

.

CB103 231.14
GOSS %P, UNABLE TO
INVERT.

OBTAI

CBMH#105 231.04
NE INV 228.92
SW OBV 229.20
W OBV 229.20

>0SSIBLY

NOTE:

UNABLE TO VERIFY MANHOLE.
ATION IS BASED ON RECORDS
ORMATION. RECORDS INDICATE
MANHOLE IS ABANDONED AND
SEWERS ARE CAPPED.

e

4
s

MH#38 230.96
FULL OF DEBRIS

CB#37 230.83
FULL OF DEBRIS

SEWER VALVE#JS 231.48

TOP OF NUT 229.80

CBMH#110 230.82

GOSS TRAP, UNABLE TO

MH#108 230.99
N INV 227.05
W INV 227.07

e

OBTAIN INVERT.

FIELD NOTE:

RECORDS INDICATE 375/300 WWS
PIPE IN THESE ALIGNMENTS. UNABLE
TO FIELD VERIFY IN MH#113.
FURTHER INVESTIGATION REQUIRED.

MH#113 230.70
E INV 226.59
SW INV 226.60

BLE TO FIELD VERIFY

E AND W INVERTS.

7

— MH#82 230.84
INV 228.75
228.82

' 229.00

e {j es
-

Tl o W T e
pap we i
£ VG B

o T

MH#112 230.76
NE INV 226.63
SW INV 226.64

W INV 226.78
FIELD NOTE:

UNABLE TO VERIFY IF
300 SEPTAGE SW
IS ABANDONED

MH#114 230.91
| NE INV 223.53
| SE INV 228.22
| S INV 223.58
| SWINV 22361
|

#
-

. - o

KEYMAP - N.T.S.

(>

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

GENERAL NOTES

1. LIMIT OF INVESTIGATION: SEE DRAWING.

2. EMPTY CONDUITS, SERVICES, LATERALS TO BUILDINGS,
ABANDONED FACILITIES SUCH AS STREET LIGHT CABLES,
WITHIN THE INVESTIGATION AREA MAY NOT BE SHOWN ON
THE DRAWING.

3. T2UE USED AVAILABLE MEANS IN AN ATTEMPT TO
DETERMINE THE LOCATION OF UNDOCUMENTED UTILITIES
HOWEVER CANNOT BE RESPONSIBLE FOR FINDING ALL
UNDOCUMENTED UTILITIES.

4. THE BASEPLAN WAS PROVIDED BY THE CLIENT,
THEREFORE T2UE IS NOT RESPONSIBLE FOR ITS ACCURACY.

5. UTILITY OWNERSHIP, MATERIAL, SIZES AND FLOW SHOWN
ON DRAWING ARE BASED ON RECORDS INFORMATION
RECEIVED, FIELD INVESTIGATION AND PROFESSIONAL
JUDGEMENT.

6. UTILITY WIDTHS ON DRAWING ARE BASED ON RECORDS
RECEIVED AND TEST HOLE DATA WHERE AVAILABLE.

7. BASE COORDINATES BEING USED FOR THE PREPARATION
OF THESE PLANS ARE UTM ZONE 14 JUNE 90 (LBIS).

8. REFER TO COVER PAGE (CITY DRAWING NUMBER
1-0101A-G0001-001) FOR TEST HOLE DETAILS.

ASCE QUALITY LEVELS

THE UTILITY INFORMATION SHOWN ON THIS DRAWING WAS
COLLECTED IN ACCORDANCE TO ASCE STANDARD 38-02. THE
INFORMATION IS SHOWN BY QUALITY LEVEL WHICH INDICATES
THE LEVEL OF EFFORT USED TO DETERMINE THE LOCATION

OF THE DATA

MATCHLINE - SEE DRAWING 20 OF 20

INFORMATION.
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QUALITY LEVEL "D" - INFORMATION DERIVED
FROM EXISTING RECORDS OR VERBAL
RECOLLECTIONS.

QUALITY LEVEL "C" - INFORMATION OBTAINED
BY SURVEYING AND PLOTTING VISIBLE ABOVE
GROUND UTILITY FEATURES AND BY USING
PROFESSIONAL JUDGEMENT IN CORRELATING
THIS INFORMATION TO THE QUALITY LEVEL "D"

QUALITY LEVEL "B" - INFORMATION OBTAINED
THROUGH THE APPLICATION OF APPROPRIATE
SURFACE GEOPHYSICAL METHODS TO DETERMINE
THE EXISTENCE AND APPROXIMATE HORIZONTAL
POSITION OF THE UTILITIES.

QUALITY LEVEL "A" - PRECISE HORIZONTAL

AND VERTICAL LOCATION OF UTILITES OBTAINED
BY THE ACTUAL EXPOSURE AND SUBSEQUENT
MEASUREMENT OF SUBSURFACE UTILITIES.

GAS

U/G UTILITY LEGEND

G.S.

WM

W.S.

WWS

WWS LAT.

LDS

LDS LAT.

GAS

GAS SERVICE

WATERMAIN

WATER SERVICE

WASTE WATER SEWER

WASTE WATER SEWER LATERAL
LAND DRAINAGE SEWER

LAND DRAINAGE SEWER LATERAL
BURIED ELECTRIC

BURIED ELECTRIC STREET LIGHT
GROUND WIRE

UNKNOWN

FIBRE OPTIC CABLE

CABLE TV

BURIED TELECOMMUNICATIONS
OVERHEAD WIRE

QUALITY LEVEL "B"

QUALITY LEVEL "C"

QUALITY LEVEL "D"

TEST HOLE (QL-A)

CONTINUATION ARROW
FLOW ARROW

END CAP
NOT SURVEYED, LOCATION
BASED ON FIELD OBSERVATION

NOT SURVEYED, LOCATION
BASED ON RECORD INFORMATION
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LOCATION APPROVED

UNDERGROUND STRUCTURES

SUPR. U/G STRUCTURES
COMMITTEE

NOTE:

LOCATION OF UNDERGROUND STRUCTURES
AS SHOWN ARE BASED ON THE BEST
INFORMATION AVAILABLE. BUT NO
GUARANTEE IS GIVEN THAT ALL EXISTING
UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT. CONFIRMATION OF
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE
INDIVIDUAL UTILITIES BEFORE PROCEEDING
WITH CONSTRUCTION.
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