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NOTES:

1. THE GROUNDING CONDUCTORS SHALL BE BURIED
AT LEAST 0.5m BELOW THE FINISHED GRADE LEVEL.

2. THE GROUNDING GRID OF THE SUBSTATION SHALL BE
EXTENDED BY 1m PAST THE PERIMETER OF THE BOLLARDS.

3. ALL GROUND RODS SHALL BE 3m LONG, 20mm DIA.
AND SHALL BE DRIVEN AT LEAST 0.5m BELOW FINISHED GRADE.

4. PROVIDE TWO #4/0 AWG CONDUCTORS AND TIE THE NEW
TRANSFORMER GRID TO THE EXISTING GROUND BUS BAR IN THE
ELECTRICAL ROOM, USING NEMA 2-HOLE LUGS. FOLLOW EXISTING
GROUNDING CONDUCTOR ROUTING TO THE ELECTRICAL ROOM.
WHEN GOING THROUGH A FLOOR OR WALL PENETRATION,
FIREPROOFING MATERIAL SHALL BE REPAIRED. SEE REF.
DRAWING 1-0101S-E0004-001.
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/(NOTICE: \\

AS-CONSTRUCTED DIMENSIONS, MEASUREMENTS AND
OTHER DETAILS CONTAINED IN THIS AS-BUILT DRAWING
HAVE BEEN OBTAINED BY AECOM CANADA LTD.
("AECOM") FROM VARIOUS SOURCES. SUCH
INFORMATION REPRESENTS THE BEST INFORMATION
AVAILABLE TO AECOM AT THE TIME OF PREPARATION
OF THIS AS-BUILT DRAWING. AECOM DOES NOT IN ANY
WAY REPRESENT OR WARRANT THAT SUCH
INFORMATION IS ACCURATE AND ASSUMES NO
RESPONSIBILITY FOR ANY ERRORS OR OMISSIONS
\CONTAINED THEREIN.
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