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NOTES:

THE ELEVATION OF THE GROUNDING CONDUCTORS AND ELECTRODES VARIES AND IS SHOWN ON A SINGLE LEVEL TO EASE
THE UNDERSTANDING OF HOW THE GROUNDING SYSTEM IS INTERCONNECTED. SEE LEGEND FOR LINETYPES OF CONDUCTORS

AT DIFFERENT ELEVATIONS.
THE LOCATION AND ROUTING OF EXISTING GROUNDING CONDUCTORS IS APPROXIMATE.
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LEGEND:
EXISTING BURIED
SERVICE
CONSTRUCTION NOTES %ﬁg’ﬂ&m
@ PROVIDE 4/0 AWG CONDUCTOR FROM DEWATERING BUILDING TO MAIN NEW CONDUCTOR
BUILDING GROUND BUS BAR. INSTALL IN 27mm PVC CONDUIT WHERE o
EXISTING TRAY IS NOT AVAILABLE. E@VE#%WRSHA(?V%E
@ INSTALL 4/0 AWG CONDUCTOR IN 27mm PVC CONDUIT. * GROUND RGD
- CONNECTION
@ PROVIDE GROUND ELECTRODE AS SHOWN AND CONNECT TO GROUND
BUS BAR. ENSURE EXISTING UNDERGROUND CABLES ARE NOT DAMAGED. L 9 ELEVATION CHANGE
@ PROVIDE 6 AWG CONDUCTOR TO BOND PIPE ENTERING BUILDING TO
GROUND. CONNECT TO GROUND CONDUCTOR IN CABLE TRAY ABOVE
PUMPS. USE APPROVED PIPE CLAMP OR EXOTHERMIC WELD. @
@ PROVIDE 4/0 AWG CONDUCTOR FROM EXISTING STACK GROUND ] lLJl
ELECTRODE TO NEW GROUND ELECTRODE. = i
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