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NOTES:

1. THIS DRAWING DEPICTS SELECT FINDINGS OF
TETRA TECH 2022 BRIDGE DECK INVESTIGATION.
ACTUAL REPAIR AREAS MAY BE DIFFERENT AND
WILL BE IDENTIFIED ON SITE BY THE CONTRACT
ADMINISTRATOR.

2. ONLY CRACKS IN AREAS OF SUGGESTED REPAIR
ARE SHOWN TO HELP LOCATE AREAS OF WORK.
LOCATIONS OF DEFECTS AND CRACKS SHOWN ARE
APPROXIMATE. CRACK WIDTH VARIES.

3. FOR TYPICAL BARRIER TYPE 1A, TYPE 1B, TYPE 2A
AND TYPE 2B REPAIR DETAILS, REFER TO SHEET 13.

4. ASSUMED REPAIR AREAS ARE PROVIDED IN TABLE
1 FOR BIDDING PURPOSES.

LEGEND

CRACK

TYPE 1 BARRIER REPAIR

TYPE 2A BARRIER REPAIR

TABLE 1: REPAIR QUANTITIES

LOCATION APPROX REPAIR UNITS

TYPE 1A OR 1B 4.3 m2

TYPE 2A 24.5 m

TYPE 2B 5.8 m

TYPE 2B BARRIER REPAIR
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