
NOTE:

1. ALL CUT PAVER PIECES SMALLER THAN
50x100mm (2" x 4") TO BE FIXED IN PLACE
WITH BONDING AGENT.

2. CONTRACTOR TO SUBMIT COLOUR SAMPLES
OF SPECIFIED PRODUCT OR APPROVED
EQUAL PRIOR TO PLACING MATERIAL ORDER.

3. PATTERN LAYOUT TO BE COORDINATED IN
FIELD. CONTRACT ADMINISTRATOR TO
PROVIDE PATTERN LAYOUT ONCE PAVER
APPROVED.

4. REFER ALSO TO SPECIFICATIONS AND CW
3335.

15mm SAND BEDDING LAYER

150mm LEAN MIX CONCRETE

NON-WOVEN GEOTEXTILE AS PER SPEC.

150mm LIMESTONE GRANULAR BASE COURSE
(19mm DN), COMPACTED TO 98% SPMDD

COMPACTED SUBGRADE TO 95% SPMDD

65mm BARKMAN 300x300mm BROADWAY
CONCRETE PAVERS (OR EQUIVALENT) WITH SAND
SWEPT JOINTS, PATTERN AS PER SPECIFICATION

NOTE:

1. ALL CUT PAVER PIECES SMALLER THAN 50 x 100mm (2"X4") TO BE FIXED IN PLACE
WITH BONDING AGENT

2. CONTRACTOR TO VERIFY OPENING FOR PAVING WITH PAVER SUPPLIER TO ENSURE
PROPER DIMENSION FOR STONE & SETTING OF STONE

3. REFER ALSO TO SPECIFICATIONS AND CW 3335, CW 3325

65mm BARKMAN 300x300mm BROADWAY
CONCRETE PAVERS (OR EQUIVALENT) WITH SAND
SWEPT JOINTS, REFER TO DETAIL X/LX.X

15mm SAND BEDDING LAYER

150mm LEAN MIX CONCRETE

NON-WOVEN GEOTEXTILE AS PER SPEC.

150mm LIMESTONE GRANULAR BASE COURSE
(19mm DN), COMPACTED TO 98% SPMDD

COMPACTED SUBGRADE TO 95% SPMDD

NOTE:

1. BOULDERS TO BE PINE FALLS GRANITE OR EQUIVALENT.

2. CONTRACTOR TO SUBMIT COLOUR SAMPLES OF SPECIFIED PRODUCT OR
APPROVED EQUAL PRIOR TO PLACING MATERIAL ORDER.

3. BOULDER LOCATIONS TO BE STAKED FOR APPROVAL BY CONTRACT
ADMINISTRATOR PRIOR TO INSTALLATION.

4. BOULDERS IN PLANTING BEDS TO BE INSTALLED PRIOR TO PLANT
MATERIAL, BACKFILLED TO ENSURE MINIMUM 450mm EXPOSED.

5. GROUT SHALL BE 15 MPa COMPRESSIVE STRENGTH AT 28 DAYS, WITH
SAND AGGREGATE OF A CONSISTENCY TO ENSURE TOTAL PENETRATION
TO FILL ALL VOIDS AROUND/BENEATH BOULDER.

6. REFER ALSO TO SPECIFICATIONS.

GROUT BENEATH/AROUND BOULDER UP
TO THE TOP OF SURROUNDING PAVER

PAVERS ON LEAN-MIX AS PER
DETAIL X/LX.X

Ø750-1000mm GRANITE BOULDER, SET
ON LEAN-MIX (SELECT BOULDERS
APPROPRIATE FOR SEATING HEIGHT)
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400 x 600 DP. CIP CONCRETE
GRADE BEAM
(REFER TO STRUCTURAL)

1500mm LENGTH POWDER-COATED
ALUMINUM BENCH MOUNTING BRACKET,
ATTACHED TO GALV. STEEL FRAME w/
TAMPER-PROOF HARDWARE

150 x 400 x 5mm S4S OAK TIMBER
SLATS ASSEMBLED IN SETS OF
11/12, 525mm LENGTH THREADED
GALV. STEEL ROD

TOP OF BENCH LEVEL

3000mm LENGTH, 25 x 25mm SQ. GALV. STEEL
FRAME MOUNTED TO GRADE BEAM w/ Ø14mm 140mm
S.S. THREADED ROD, EMBEDDED MIN. 110mm INTO
SLAB, DRAINAGE HOLES MIN. 500mm O/C
HIT HY-100 ADHESIVE ANCHOR OR EQUIVALENT

PLANTING BED AS PER DETAIL
1/L2.2

50mm THK. RIGID POLYSTYRENE
INSULATION GLUED TO CONCRETE
WALL, SET 75mm BELOW TOP OF GB,
EXTEND MIN. 500mm

NON-WOVEN GEOTEXTILE, EXTEND
MIN.150mm ALONG LATER GB FOOT
AS PER CW 3130

MIN. 1%
MAX. 2%

NOTE:

1. SAW CUT JOINTS MUST NOT DEVIATE FROM ALIGNMENT BEYOND 2mm OVER 1000mm
IN LENGTH.  CONTRACTOR TO LAYOUT ALL JOINTS FOR REVIEW AND APPROVAL BY
CONTRACT ADMINISTRATOR PRIOR TO CONSTRUCTION

2. REFER ALSO TO SPECIFICATION AND CW 3310

25mm DEEP 3-5mm WIDE
SAWCUT SPACED AS
PER DRAWING LX.X

150mm THK. REINFORCED CIP CONCRETE
AS PER CW 3310 + CW3325. TEXTURED
MED. BROOM FINISH

150mm GRANULAR CLASS 'A' BASE
COURSE (20mm DN), COMPACTED TO
98% SPMDD AS PER CW 3310

COMPACTED SUBGRADE
TO 95% SPMDD

NON-WOVEN GEOTEXTILE TO BE
PLACED BETWEEN SUBGRADE AND
GRANULAR BASE AS PER CW 3130

10M REBAR DOWELED
INTO EXISTING SLAB AS
PER CW 3230

75

380

10M REBAR SPACED @ MAX. 450mm O/C,
MIN. 50mm CLEARANCE

200 x 600 DP. CIP CONCRETE
GRADE BEAM
(REFER TO STRUCTURAL)

NOTE:

1. CONTRACTOR TO SUBMIT STAMPED ENGINEERED SHOP DRAWINGS FOR REVIEW AND
APPROVAL PRIOR TO FABRICATION

2. ALL HARDWARE TO BE RATED FOR EXTERIOR USE

3. ALL EXPOSED HARDWARE AND MECHANICAL FASTENERS TO BE TAMPER-PROOF

4. POWDER-COATING FOR EXPOSED SUPPORTS TO BE RAL 2003

5. REFER ALSO TO SPECIFICATIONS
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50mm THK. RIGID POLYSTYRENE
INSULATION GLUED TO CONCRETE
WALL, SET 75mm BELOW GB NOTCH

NON-WOVEN GEOTEXTILE, EXTEND
MIN.150mm ALONG LATER GB FOOT
AS PER CW 3130

45
0

40

128

100

TOP OF GRADE BEAM/SLAB,
SLOPED MAX 1% OUTWARDS

3000mm LENGTH, 25 x 25mm SQ. GALV. STEEL
FRAME MOUNTED TO GRADE BEAM w/ Ø14mm
140mm S.S. THREADED ROD, EMBEDDED MIN.
110mm INTO SLAB, DRAINAGE HOLES MIN.
500mm O/C
HIT HY-100 ADHESIVE ANCHOR OR EQUIVALENT

1500mm LENGTH POWDER-COATED
ALUMINUM BENCH MOUNTING BRACKET,
ATTACHED TO GALV. STEEL FRAME w/
TAMPER-PROOF HARDWARE

150 x 400 x 5mm S4S OAK TIMBER
SLATS ASSEMBLED IN SETS OF
11/12, 525mm LENGTH THREADED
GALV. STEEL ROD

TOP OF BENCH LEVEL

PLANTING BED (REFER TO 1/L2.2)

APPLICABLE CITY OF WINNIPEG STANDARDS:

1. CW 3010 - CLEARING AND GRUBBING

2. CW 3110 - SUB-GRADE, SUB-BASE AND BASE
COURSE CONSTRUCTION

3. CW 3130 - SUPPLY AND INSTALLATION OF
GEOTEXTILE FABRICS

4. CW 3135 - SUPPLY AND INSTALLATION OF
GEOGRID

5. CW 3170 - EARTHWORK AND GRADING

6. CW 3230 - FULL-DEPTH PATCHING OF EXISTING
SLABS AND JOINTS

7. CW 3235 - RENEWAL OF EXISTING
MISCELLANEOUS CONCRETE SLABS

8. CW 3240 - RENEWAL OF EXISTING CURB

9. CW 3310 - PORTLAND CEMENT CONCRETE
PAVEMENT WORKS

10. CW 3324 - PORTLAND CEMENT CONCRETE
SIDEWALK

11. CW 3335 - INSTALLATION OF INTERLOCKING
PAVEMENT STONES ON A LEAN CONCRETE BASE

BENCH GEOMETRIES

A. BENCH TYPE A
· INNER RADII: 25.02M
· ARC LENGTH: 3.00M
· ARC ANGLE: 6.89°

B. BENCH TYPE B
· INNER RADII: 12.68M
· ARC LENGTH: 3.00M
· ARC ANGLE: 13.48°
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NON-WOVEN GEOTEXTILE AS PER SPEC.
ROLLED UNDER EDGE OF BOULDER

150mm LIMESTONE GRANULAR BASE COURSE
(19mm DN), COMPACTED TO 98% SPMDD

COMPACTED SUBGRADE TO 85% SPMDD

Ø750-1000mm GRANITE BOULDER, SET
ON LIMESTONE PLINTH

PLANTING BED AS PER DETAIL X/LX.X
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PAVERS TO BE THREE
COLOURS (PATTERN
TO BE PROVIDED BY
CONTRACT
ADMINISTRATOR):

· NATURAL - 27.5%
· STERLING - 50%
· GRAPHITE - 22.5%

RUNNING BOND
PATTERN TO ALIGN
WITH CENTRE OF
TREE GRATES
STARTING w/ PAIR IN
MIDDLE OF PARK

GRADED
TOWARDS CURB

MIN. 2%
MAX. 4%

NOTE:

1. SAW CUT JOINTS MUST NOT DEVIATE FROM ALIGNMENT BEYOND 2mm OVER 1000mm
IN LENGTH, SPACED @ 1500mm O/C.  CONTRACTOR TO LAYOUT ALL JOINTS FOR
REVIEW AND APPROVAL BY CONTRACT ADMINISTRATOR PRIOR TO CONSTRUCTION

2. REFER ALSO TO SPECIFICATION AND CW 3310

25mm DEEP 3-5mm WIDE
SAWCUT ALONG PL

150mm THK. REINFORCED
CIP CONCRETE AS PER
CW 3310 + CW3325.
TEXTURED MED. BROOM
FINISH

150mm GRANULAR
CLASS 'A' BASE COURSE
(20mm DN), COMPACTED
TO 98% SPMDD AS PER
CW 3310

COMPACTED SUBGRADE
TO 95% SPMDD

NON-WOVEN GEOTEXTILE TO
BE PLACED BETWEEN
SUBGRADE AND GRANULAR
BASE AS PER CW 3130

10M REBAR DOWELED
INTO EXISTING SLAB,
SPACED @ MAX. 450mm
O/C w/ MIN. 50mm
CLERANCE AS PER CW
3230

300

1235

60mm BARKMAN
210x105mm HOLLAND
CONCRETE PAVERS (OR
EQUIVALENT) WITH SAND
SWEPT JOINTS, 15mm
SAND BEDDING LAYER

210 1900 210

MAINTAIN FULL 100mm
DEPTH BELOW PAVER
BLOCK OUTS
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ISSUED FOR TENDER24 / 02 / 121 CO
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REINFORCED PIP CONCRETE PAVING
SCALE - 1 : 20

4
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PIP CONCRETE TO UNIT PAVER TRANSITION
SCALE - 1 : 20

7
 L2.0

BOULDER - SET IN PLANTER
SCALE - 1 : 20

6
 L2.0

BOULDER - SET IN PAVING
SCALE - 1 : 20

10
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TOP-OF-WALL BENCH TYPE A
SCALE - 1 : 10

3
 L2.0

CONC. PAVERS ON LEAN-MIX
SCALE - 1 : 20

8
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TOP-OF-WALL BENCH TYPE B
SCALE - 1 : 10

9
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TOP-OF-WALL BENCH PLAN
SCALE - 1 : 10

5
 L2.0

CONC. PAVER LAYOUT (VAR.)
SCALE - 1 : 100

1
 L2.0

R.O.W. CONCRETE PAVING w/ BLOCK OUTS
SCALE - 1 : 20

ISSUED FOR ADDENDUM #424 / 03 / 112 CO
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