
DESIGNED BY

DRAWN BY

CHECKED  BY APPROVED BY

RELEASED FOR CONSTRUCTION

DATE

CAD  DRAWING  NO.

DRAWING  NO.

DRAWING  TITLE

LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE 
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New Swingset 
(2 Bay)

New Spring Rockers (3)

New Play Structure

Retain Existing
Sand Box

New Seesaws (2)
New Climbers  

New Timber Edging, 
Double Layer

New Timber Edging, 
Triple Layer

NOTE:
Proposed Layout as shown as example only - alternate equipment 
and layout suggestions encouraged.
 
Proposed area for playstructures is 439 sq. m. 
Proposed area for swings is 165 sq. m. 
Proposed perimeter for new double layer timber edging is 107 m.
Proposed perimeter for new triple layer timber edging is 41 m.

New Tache Park Bench (4)(typ.)
(see SCD 120)

New Fraser's Grove
Park Sign - By Others

New Trash Receptacle (2)(typ.)
(see SCD  119)

New Playground 
Stone

Sod 
Repairs

Retain Existing Timber Edging, 
Double Layer

Existing Trees (typ.)

Retain Existing Swing Set, Replacing Chains
And Seats 2 Adult, 4 Baby)

New Stepping Pods  

5'5'6"

2'2'6"

Fraser's Grove Park
Proposed Playground Redevelopment
 F.2

New Retaining Wall
New Timber Edging, 

Double Layer


