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KEN RECH AS NOTEDRELEASED FOR CONSTRUCTION

MANAGER PARKS & OPEN SPACE DIVISION
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EXISTING PLAY 
EQUIPMENT 
AREA

EXISTING CONCRETE NOISE 
BARRIER WALL

EXISTING POPLAR TREE 
STAND
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EXISTING POPLAR TREE 
STAND

EXISTING POPLAR TREE 
STAND

EXISTING DECIDUOUS TREES
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EXISTING WOOD 
BOLLARD FENCE

EXISTING DECIDUOUS TREES

CANADIAN NATIONAL RAILWAY PROPERTY

NEW PICNIC TABLE.  INSTALL ON 3 x 3 
METRE GRANULAR BASE.  TYPICAL FOR 
ALL NEW TABLES.

NEW PICNIC TABLE 
C/W GRAVEL BASE

PARK    PLACE    WEST

NEW 400 mm DIA. 
CSP CULVERT, 
7200 mm LENGHT.

SITE PLAN
Scale: 1:500
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3/4 soccer
74 x 41.5 metres
MOVABLE GOAL 
POSTS TO BE 
SUPPLIED AND 
INSTALLED BY CITY
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4 AMERICAN BASSWOOD

10 PATMORE ASH

24 COLORADO SPRUCE

MA

8 MANCHURIAN
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13 COLORADO SPRUCE
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3 NORTHWEST
POPLAR

3 COLORADO SPRUCE

6 COLORAD0
SPRUCE

8 NORTHWEST
POPLAR

dl

10 DROPMORE LINDEN

6 AMERICAN
BASSWOOD

1.8

5 COLORAD0
SPRUCE

RELOCATED BENCH 
C/W GRAVEL BASE, 
1 x 3 METRE AREA.NEW  BENCH C/W 

GRAVEL BASE

EXISTING
BENCH

EXISTING
BENCH

NEW GRAVEL WALKWAY TO BE 
2 WOOD BOLLARD OPENINGS 
WIDE AT CITY WALK.  GENTLEY 
TAPER TO 2.4 METRE WIDTH 
WALK OVER 10 METRE 
LENGTH.

5 COLORAD0
SPRUCE

0 50 METRESSCALE

INSTALL TWO PIECES OF 
CHAIN BETWEEN POSTS, FOR 
VEHICLE ACCESS.  SEE DTL. 

RELOCATED WOOD BOLLARD.  
SAWCUT EXISTING CONCRETE 
PAVING TO ALLOW INSTALLATION 
OF BOLLARD.  PATCH CONCRETE.
SEE DTL. 

NEW 2.4 METRE WIDE GRANULAR 
PAVED WALK, C/W SODDING REPAIRS, 
TO BE FIELD LOCATED.

RELOCATE MOST EASTERLY 
EXISTING BOLLARD TO 
LOCATION SHOWN

REMOVE EXISTING GRAVEL WALK 
AND INSTALL NEW INTERLOCKING 
PAVING.  SEE DTL. 4, 5 - L1

NEW 300 mm DIA. 
CSP CULVERT, 
4800 mm LENGHT.

NOTE:  GRADE BY CULVERT NEEDS TO BE 
BUILT UP APPROX. 800mm ABOVE EXISTING 
GRADE.  GENTLEY SLOPE SIDE SLOPES 
DOWN BY CULVERT OVER 2400mm DISTANCE. 
 MAXIMUM LONGITUDINAL SLOPE ON 
WALKWAY NOT TO EXCEED 5%.

NOTE:  GRADE BY CULVERT NEEDS TO BE 
BUILT UP APPROX. 400mm ABOVE EXISTING 
GRADE.  GENTLEY SLOPE GRADE DOWN BY 
CULVERT OVER 1200mm DISTANCE.

GENERAL NOTES:

1. LOCATE AND PROTECT ALL UTILITIES PRIOR TO COMMENCING 
CONSTRUCTION.

2. REPAIR SOD DAMAGE AS A RESULT OF CONSTRUCTION.  ALL COSTS 
FOR NEW SOD IS TO BE INCLUDED IN RELATED PAVING COSTS.

3. STAKE THE LCOATION OF ALL TREE PLANTINGS PRIOR TO EXCAVATING 
THE TREE PITS, AND HAVE THE CONTRACT ADMINISTRATOR APPROVE THE 
LOCATIONS.

4. THE LOCATION OF THE GRAVEL WALKWAY WILL BE FIELD LOCATED.  
THE TWO CULVERTS ARE TO BE INSTALLED WITH INVERT ELEVATIONS 
100mm BELOW EXISTING GRADE. RAISING OF THE GRADE WILL BE 
REQUIRED BY BOTH CULVERTS, IN ORDER TO CROSS OVER THE 
CULVERTS. GREATER QUANTITIES OF SOD WILL BE REQUIRED BY 
CULVERT LOCATIONS - SEE SPECIFICATION FOR ALLOWANCES.

3/4 soccer
74 x 41.5 metres
MOVABLE GOAL 
POSTS TO BE 
SUPPLIED AND 
INSTALLED BY CITY

TWICE THE DIAMETER 
OF THE ROOTBALL
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2 PLY GREEN RUBBER HOSE

HEAVY DUTY T-BAR STAKES, PAINTED DARK 
GREEN.  TWO PER TREE.

WATERING BASIN 75 MM DEEP

REMOVE BURLAP FROM TOP OF ROOTBALL

TOPSOIL MIXTURE

PACK SOIL UNDER ROOTBALL TO PREVENT 
SETTLEMENT

SUBGRADE

100 mm DEPTH OF WOOD CHIP 
MULCH

TREE PIT / PLANTING DETAIL2
L1
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INTERLOCKING PAVERS

SAND LEVELLING BASE

19 mm DIAMETER, COMPACTED 
CRUSHED LIMESTONE DOWN.  
EXTEND MINIMUM 150mm PAST 
EDGE OF INT. PAVING STONES 
FOR SECURING SNAP EDGE 
RETAINER.

COMPACTED SUB-GRADE

75

SNAP EDGE RETAINER, WITH 250 
mm LONG STAKES @ 400mm O.C.

SOD AND 75mm DEPTH 
TOPSOIL

SPIKE

EXISTING SOD

 Min. 150

INTERLOCKING PAVING EDGE SECTION
Scale: 1:10
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L1

GRANULAR BASE 19mm DIA.

TOPSOIL AND SOD.  REPAIR 
ALL DAMAGE AS A RESULT OF 
WALKWAY  CONSTRUCTION 
AS PART OF WALKWAY COST.

GRANULAR TOPPING 
9.5mm DIA.

COMPACTED 
SUB-GRADE

GRAVEL WALKWAY SECTION
Scale: 1:10
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75

INSTALL NEW GRANULAR WALK FLUSH WITH 
SURROUNDING GRADE, AND SO AS NOT TO 
IMPEDE THE EXISTING DRAINAGE.  MAXIMUM 
3% CROSS SLOPE.

MAX. 3 %

GRANULAR SUB-BASE 39 mm 
DIA.
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CITY WALK

EXISTING TREE
STAND

NEW GRANULAR 
WALKWAY TO BE FIELD 
LOCATED

EDGE OF EXISTING 
PLAYGROUND TIMBER EDGE

NEW GRANULAR 
WALKWAY 

EXISTING WOOD BOLLARDS

EXISTING WASTE 
RECEPTACLE

BROKEN LINE INDICATES APPROX. 
LOCATION OF EXISTING GRANULAR 
WALKWAY, TO BE REMOVED.

EXISTING TREE 
LOCATIONS

EXISTING BENCHES TO BE 
PROTECTED

NOTE:  LOCATION OF INTERLOCKING PAVED 
WALKWAY IS CONCEPTUAL ONLY.  WALKWAY 
LOCATION TO BE APPROVED BY CONTRACT 
ADMINISTRATOR PRIOR TO COMMENCING 
EXCAVATION.  SODDING REPAIRS IS CONSIDERED 
INCIDENTAL TO INTERLOCKING PAVING COSTS.

5300

INTERLOCKING PAVED WALKWAY LAYOUT PLAN
Scale: 1:200
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BROKEN LINE INDICATES SNAP EDGE PAVING 
RETAINER.   SECURE WITH 250mm LONG SPIKES, 
400mm ON CENTRE.

VICTORIAN AUTUMN BROWN, LARGE RECTANGULAR 
SOLDIER COURSE ALONG OUTSIDE EDGE.

BARKMAN CONCRETE VICTORIAN PAVERS, AUTUMN BROWN 
COLOUR, STANDARD BUNDLE CONFIGURATION.  LAY IN 
RUNNER PATTERN, PARALLEL ROWS TO EDGE. 

EXISTING WOOD
BOLLARDS

EDGE OF CITY SIDEWALK

EXISTING WASTE
RECEPTACLE

NEW GRANULAR WALKWAY

EDGE OF EXISTING 
PLAYGROUND AREA TIMBER 

EXISTING BENCH
 LOCATIONS

NEW GRANULAR WALKWAY

INTERLOCKING PAVING PATTERN
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