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SCALE METRES

1.5 1.5

1.5

1.5

1.8

1.8

NEW SWING. SEE DETAIL 6-L2
REPLACE SOD IN THIS 
AREA

NEW SOD ALLOWANCE FOR 
GRADE CHANGES

INSTALL GRAVEL 
PAVING IN EXISTING 
BENCH AREA

INSTALL 150mm DEPTH OF 
WOOD CHIP MULCH.  SEE 
DTL. 5.L3

INSTALL 150mm DEPTH OF 
WOOD CHIP MULCH.  SEE 
DTL. 5-L3

INSTALL 150mm DEPTH OF 
WOOD CHIP MULCH.  SEE 
DTL. 5-L3

NEW BENCH C/W GRAVEL 
BASE.  SEE DTL. 7-L3

REPAIR SOD DAMAGE BY 
OLD SAND LONG JUMP 
AREAS.

NEW PATIO TO BE FIELD 
LOCATED BY CONTRACT 
ADMINISTRATOR.  SEE DTLS. 
5-L2 & 2-L3

NEW ENTRY PLAZA
SEE DTLS. 4-L2 & 3-L3 NEW ENTRY PLAZA

SEE DTLS. 3-L2 & 3L3

REPAIR SOD DAMAGE BY OLD SITE 
ENTRANCECLOSE OFF EXISTING OPENING IN 

CHAIN LINK FENCE, USING SALVAGE 
FENCING MATERIALS.

REPAIR SOD DAMAGE 
FROM SHRUB REMOVAL

NEW 1800mm WIDE LIMESTONE 
PAVED WALK TO BE FIELD LOCATED. 
INSTALL FLUSH WITH EXISTING SOD.
CONTRACTOR RESPONSIBLE FOR ALL 
SODDING REPAIRS.  SEE DTL. 4-L3.

3 BLACKHILLS SPRUCE

3 BLACKHILLS SPRUCE

CENTRE NEW WALK ON 
EXISTING FENCE OPENING

1 AMERICAN BASSWOOD 

PROTECT ALL EXISTING GRASS.  
REPAIR ANY DAMAGE AS A RESULT 
OF CONSTRUCTION AT NO COST TO 
THE OWNER.
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INDICATES EXISTING GRADE 
ELEVATION

R 3000

R 3000

231.86

231.78

231.94

231.85

SITE PLAN
Scale: 1:200
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CITY SURVEY MONUMENT 
TO BE PROTECTED
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APPROX. LOCATION EXISTING TREES

APPROX. LOCATION EXISTING 
SHRUBS

NEW CONCRETE EDGE.  CENTRE BETWEEN 
EXISTING TREES. SEE DTL. 8-L3

EXISTING FENCE LINE

CENTRE SWING 
WITHIN CONCRETE 
CRIBBING

150mm DEPTH WOOD CHIP 
MULCH TO BE INSTALLED ON 
TOP OF EXISTING GRADE.

NEW LIMESTONE PAVING TO 
MATCH SURROUNDING 
EXISTING GRADE LEVELS.
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SWING LAYOUT PLAN
Scale: 1:200
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00

min. 6000
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PROVIDE TREE PROTECTION TO CITY 
OF WINNIPEG FORESTRY 
REQUIREMENTS.  SEE SPECIFICATION.300 mm DEPTH 

PLAYGROUND STONE

3600

1800
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90
0

R 3000

EDGE OF MAIN PARK WALK

LIMESTONE PAVING

BENCH

PLANTING BED - 
SEE DTL 2-L3

NOTE: PAVING LOCATION TO BE 
FIELD LOCATED BY CONTRACT 
ADMINISTRATOR.

CENTRAL PATIO PLAN
Scale: 1:100
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300045

EXISTING STEEL 
BOLLARDS

NEW 89mm O.D. CHAIN LINK 
FENCE POST BOLLARD.  
INSTALL AS PER CHAIN LINK 
SPEC.

REMOVE EXISTING CHAIN LINK FENCE 
- KEEP CORNER POST

NEW CHAIN LINK 
FENCE

NEW LIMESTONE DOWN PAVED 
WALK - EXTEND 100  mm PAST FENCE 
LINE

EXISTING CHAIN LINK 
FENCE TO REMAIN

EXISTING CHAIN LINK 
FENCE TO REMAIN

20
0

18
00

LIMIT OF LIMESTONE 
PAVING

EDGE OF CITY WALK

SOUTH ENTRANCE PLAN
Scale: 1:100

3
L2

EXISTING CHAIN LINK POST 
TO REMAIN

SEE DTL. 3-L3 FOR 
PLANTING PLAN, 
THIS AREA.

SET FENCE 100 mm INSIDE EDGE OF 
GRAVEL PAVING

1200 2400 3800

5700

12
00
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00

12
001200

45
°

500

1800

LIMESTONE 
PAVING. EXTEND 
100mm PAST FENCE.

CITY WALK CONNECTING 
TO STREET.  LAYOUT 
PAVING OFF WALK EDGE.

EXISTING FENCE

EXISTING 
FENCE

NEW 1.2 HEIGHT CHAIN 
LINK FENCE.

REMOVE SECTION OF 
EXISTING FENCE TO 
SUIT NEW OPENING 
WIDTH.

CITY WALK

NORTH ENTRANCE PLAN
Scale: 1:100

4
L2

SEE DTL. 3-L3 FOR 
PLANTING PLAN, 
THIS AREA.

SET FENCE 100 mm INSIDE EDGE OF 
GRAVEL PAVING

EDGE OF LIMESTONE 
PAVING

H

W

W

H

EXISTING SHRUB BEDS TO 
BE MULCHED

EXISTING SWING TO BE 
REMOVED INCLUDING SAND 
BASE.

PROTECT EXISTING 
BENCH

INDICATES EXISTING 
SHRUBS TO REMAIN. 
TYPICAL.

EXISTING CHAIN LINK FENCE.  
REMOVE SECTION TO SUIT NEW 
OPENING.  LEAVE CORNER POST IN 
PLACE.

EXISTING SHRUB BEDS TO 
BE MULCHED

EXISTING SHRUB BEDS 
TO BE MULCHED

EXISTING SAND BOX 
TO BE PROTECTED

EXISTING VEHICLE 
ACCESS GATE

CLOSE OFF EXISTING CHAIN 
LINK FENCE OPENING, USING 
SALVAGED FENCE MATERIALS.

EXISTING CHAIN LINK 
FENCE.  REMOVE SECTION 
TO SUIT NEW OPENING.

EXISTING SAND LONG 
JUMP PITS TO BE 
REMOVED AND SODDED.
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ST. GEORGE ROAD

OUTLINE OF 
SCHOOL BUILDING
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  20SCALE METRESDEMOLITION PLAN
Scale: 1:400

1
L-2

PROTECT EXISTING 
SIGN 

REMOVE ONE SHRUB FOR 
NEW SWING AREA.

REMOVE EXISTING 
SHRUB. REPAIR SOD 
DAMAGE.

REPAIR SOD DAMAGE

REPAIR SOD DAMAGE
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