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Asphalt Pathway Extension Plan
Scale: 1:500
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CCCCuuuurrrrvvvveeee DDDDeeeellllttttaaaa RRRRaaaaddddiiiiuuuussss LLLLeeeennnnggggtttthhhh TTTTaaaannnnggggeeeennnntttt
1 39.41 30 20.63 10.74
2 45.84 30 24 12.68
3 52.8 25 23.04 12.41

Station Data North Leg

Station Data South Leg

new 45 cm ¿ cmp culvert.

New 2.4 m wide asphalt path.
Ensure smooth tie in to

existing path and bridge
approach.  Cross slope on path
and path elevation to be set so

as to not impede existing
drainage patterns.

New 2.4 m wide asphalt path.
Ensure smooth tie in to bridge
approach.  Cross slope on path
and path elevation to be set so

as to not impede existing
drainage patterns.

Ensure path edge is no closer
than 3 m from existing trees

3

CCCCuuuurrrrvvvveeee DDDDeeeellllttttaaaa RRRRaaaaddddiiiiuuuussss LLLLeeeennnnggggtttthhhh TTTTaaaannnnggggeeeennnntttt
1 13.45 54.3 12.74 6.4
2 2.45 308.94 13.21 6.61
3 12.76 53.17 11.84 5.94

3

L-2

5
L-

3

4

L-3

Remove existing Green ash
tree on path alignment.

Existing large Bridge

Existing Smaller Bridge

New 2.4 m wide asphalt path

Existing asphalt path

Tie into existing asphalt path.
Ensure smooth transition
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3

Grade Swail as shown

Legend

Existing Grade

Proposed Grade
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Soccer Field
Scale: 1:500
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Patch sod as shown.  Edges to 
tie into existing soccer pitch 
without offering trip hazard.  
Contractor to ensure patched 
areas of sod exhibit positive 
drainage.

GGGGeeeennnneeeerrrraaaallll    NNNNooootttteeeessss
1. All dimensions are in meters unless otherwise noted
2. All existing trees, sidewalks, curbs, catch basins, culverts, 

survey markers, to remain are to be protected during 
construction.  Any damage to them is to be made good by 
the contractor. Maintain positive drainage into all catch 
basins and curb inlets.

3. Contractor is to limit operations to the area within the area 
of work shown on the drawing.  Should areas outside of 
this limit be damaged during the course of construction, 
contractor is to make good the damage at his own expense

4. Contractor is to obtain location of all utilities prior to 
construction. If using power equipment to excavate 
contractor must notify Hydro and Gas and telephone 
utilities and take steps to avoid damaging their 
installations.

5. Confirm grades with contract administrator after initial 
grade staking and before proceding with grading 
operations. Any deviation from the stated slopes is to be 
approved by the landscape architect prior to construction.

6. Contractor is advised that existing grades are given as 
information only and should be verified on site.  Any 
discrepancies are to be reported to the Landscape 
Architect.

7. For Geodetic elevation add 200 M to elevation shown.
8. Contractor to confirm all dimensions and report any 

discrepancies to Landscape Architect prior to construction.
9. Layout is to be approved by Landscape Architect prior to 

any construction or demolition/removals.

2.4

Existing Grass

Geotextile, Wrap up and
trimm at the top elevation of

the base layer

150 mm Compacted Crushed
Limestone (50 mm down)

50 mm Compacted 20 mm
down limestone

75 mm depth asphaltic
concrete paving

Existing Grass

Asphalt Path
Scale: 1:25

3
L-2

Existing Sod.  Repair on both sides with
new sod and topsoil as necessary to

ensure smooth transition from paved
surface to existing grassed area.

Contractor is to ensure that water runs
off path and onto adjacent sod. Cost of

such repairs is to be considered
incidental to the cost of the path.

1% Min. Cross Slope

New 2.4 m wide asphalt path

Geodetic Survey Marker

Survey Bar


