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LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE 

BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN LOCATIONS 

ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE OBTAINED 

FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

THE CITY OF WINNIPEG
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, (R3C 4X5)
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Excavate existing playground sand
and replace with new 6mm 
playground stone to 300mm depth.

Retain existing timber edging and 
add additional layer of non-pressure
treated/stained 6"x6" timber edging.

3 New Green Ash (typ.)

LIMITS OF WORK

Existing Trees (typ.)

150

EXISTING 150mm X 150mm TIMBER  

300mm DEPTH 6mm OR SMALLER
PLAYGROUND STONE

75MM BELOW TOP OF EDGING

COMPACTED SUB-GRADE

NEW NON-PRESURE TREATED 
STAINED 150mm X 150mm TIMBER
WITH 12mm DIA. X 250mm PREDRILLED
SPIKES AT1200mm OC MINIMUM

CROSS SECTION: TIMBER EDGING DETAIL (scale 1:20)
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New play structure
Option #1

Install two (2) new spring rockers

Install new free standing climbing
structrure


