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1   90% CD SUBMISSION  OCT 21/04 
2   95% CD SUBMISSION  JULY 14/05

3   MATERIALS MGMT SUBMISSION  AUG 29/05

THIS DRAWING MUST NOT BE SCALED.

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS, DATUMS AND LEVELS 
PRIOR TO COMMENCEMENT OF WORK.  ALL ERRORS AND OMISSIONS TO 
BE REPORTED IMMEDIATELY TO THE CONTRACT ADMINISTRATOR.

VARIATIONS & MODIFICATIONS TO WORK SHOWN ON THESE DRAWINGS 
SHALL NOT BE CARRIED OUT WITHOUT WRITTEN PERMISSION FROM THE 
CONTRACT ADMINISTRATOR.

THIS DRAWING IS THE EXCLUSIVE PROPERTY OF THE CONTRACT 
ADMINISTRTORS AND CAN BE REPRODUCED ONLY WITH THE PERMISSION 
OF THE CONTRACT ADMINISTRATORS, IN WHICH CASE THE 
REPRODUCTION MUST BEAR THEIR NAME AS CONTRACT 
ADMINISTRATORS.

• 
 
• 
 
 
 
 
• 
 
 
 
•

4   ISSUED FOR TENDER SEP 13/05

5   PRE-TENDER REVIEW DEC 21/05

1. All dimensions in millimetres except where 
otherwise noted.

NOTE: TRANSVERSE SAW 
CUT EVERY 3000 OR AT 
PAVEMENT JOINTS.

NOTE: 
SURFACE OF CONCRETE APRON TO SLOPE TO 
DRAIN BOXES ONLY (1% SLOPE MAX.). 
NO RUNOFF FROM APRON TO WADING POOL  
OR ASPHALT PAVEMENT.

NOTES: 
 
• WATERPLAY COMPONENTS 
TO BE INSTALLED BY 
PLUMBING SUBCONTRACTOR 
• CONTRACTOR IS RESPONSIBLE 
FOR CO-ORDINATING 
INSTALLATION WITH SUPPLIER 
• CONTRACTOR IS RESPONSIBLE 
TO ENSURE THAT COMPONENTS 
ARE INSTALLED AS PER 
MANUFACTURERS INSTRUCTIONS

3/3/06

6   PRE-TENDER REVIEW JAN 13/06

7   ISSUED FOR TENDER FEB 24/06

LIGHT STANDARD FOUNDATION
SCALE:  N.T.S.
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450Ø C.I.P. CONCRETE PILE 
4 -15M VERTICAL 

10M TIES @ 300 O.C.

LIGHT STANDARD  
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015mm EXPANSION JOINT 
WHERE ABUTTING  

CONCRETE PAVEMENT
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GREASED SONOTUBE TO SUIT 
TOP 600 IN GROUND

CROSS-SECTION THROUGH WADING POOL
SCALE:  N.T.S.
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ASPHALT PAVING
POOL DRAIN 

(REFER TO MECHANICAL) 2 
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N.W.L.

6.7% MAX.

WADING POOL BASIN: 
20mm URETHANE SEALANT 
150 DEPTH C.I.P. CONCRETE (TROWEL FINISH) 
INCREASE TO 300 DEPTH AT DRAINS 
REINF. W/ 15M @ 250 o/c EACH WAY (EPOXY COATED) 
150 DEPTH COMPACTED GRANULAR BASE 
COMPACTED SUBGRADE 

RE 31.51 31.56

TC 32.04

C.I.P. CONCRETE APRON 
REFER TO 4/L-08 FOR REINF.
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VALVE BOX LID: 
GALV. CHECKER PLATE, 6mm (1/4") THICK C/W TIGHTLY FITTING GASKET, 
FASTEN TO GALV. CORNER ANGLES W/ SS SCREWS 
FORM VALVE BOX INTO APRON: 
300 x 600 x 200 DEPTH, REFER TO MECHANICAL 
FOR LOCATION

REFER TO GRADING PLAN
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76 ø CONTINUOUS WATERSUPPLY/RECIRCULATION LINE 
REFER TO MECHANICAL

25 ø PIPE W/ DIFFUSION NOZZLE 
REFER TO MECHANICAL

3%

530mm DEPTH

15M x 600 DOWELS @ 250 O.C.  
ALL AROUND POOL PERIMETRE

EDGE HT. VARIES 
FIRST VALVE BOW W/ NOZZLE @ 150mm HT.

100 Ø WEEPING TILE C/W FILTER FABRIC 
AND 19-25 Ø CLEAN GRANULAR FILL 

(TYPICAL FOR ALL DRAIN AND FILL BOXES) 
CONNECT WEEPING TILE  TO EXISTING VALVE PIT

CONCRETE PLAYGROUND HEADERS
SCALE:  N.T.S.
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C.I.P. CONC. HEADER 
2-15M T&B 

CONT. 10M TIES 
@ 400mm O.C.
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MIN. 150mm DEPTH 
COMPACTED GRANULAR OVER 

COMPACTED SUBGRADE

300mm DEPTH 
PEA GRAVEL

25mm R

F.G.

SLOPE

MAX. 150
VARIES

PLACE 100mm Ø PERFORATED 
PVC DRAIN PIPE C/W FABRIC SOCK  
AT BOTTOM OF EXCAVATION

ZERO ENTRY POOL EDGE
SCALE:  N.T.S.
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WADING POOL

2% SLOPE

COMPACTED GRANULAR BASE

SLOPE VARIES
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ASPHALT PAVING2 
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15M x 600 DOWELS 
@ 250 O.C. ALL AROUND 

POOL PERIMETER

C.I.P. CONCRETE APRON 
REINF. W/ 2 - 15M, T & B CONT. 

10M TIES @ 500 O.C. (EPOXY COATED) 
REFER TO MECHANICAL  
FOR DRAIN VALVE BOX

WADING POOL BASIN: 
20mm URETHANE SEALANT 
150 DEPTH C.I.P. CONCRETE (TROWEL FINISH) 
REINF. W/ 15M @ 250 o/c EACH WAY (EPOXY COATED) 
150 DEPTH COMPACTED GRANULAR BASE 
COMPACTED SUBGRADE

150

SPLASH PAD: 
150 DEPTH CONCRETE (BROOM FINISH) 
REINF. W/ 15 M @ 250 o/c EACH WAY (EPOXY COATED) 
150 DEPTH COMPACTED GRANULAR BASE 
COMPACTED SUBGRADE 
 

SPLASH PAD SECTION W/ WATER PLAY FEATURE
SCALE:  N.T.S.
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ASPHALT PAVING 2 
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1-3% SLOPE

600 SQ. x 300 DEEP "BLOCK OUT" FOR WATER PLAY FEATURE (TYP)  
FILL "BLOCK OUT" WITH SIKAGROUT 212 OR EQUAL 

AFTER INSTALLATION OF WATER PLAY FEATURE

CONTINUOUS PVC WATERSTOP (150mm) 
ALL CORNERS AND JOINTS TO BE HEAT WELDED

150 THICK COMPACTED GRANULAR BASE SECTION

600

POOL SLAB REINFORCING

SQUARE "BLOCK-OUT" 
C/W CONTINUOUS WATERSTOP

4-15M EXTRA TOP DIAG. x 800

PLAN

150mm POOL SLAB C/W 15M REINFORCING 
AT 250 EACH WAY (EPOXY COATED) C/W 

300 mm THICKENED EDGE AROUND "BLOCK 
OUTS" - PROVIDE CORNER REINFORCING 

ON ALL CORNERS OF "BLOCK OUT" 
(2-15M x 500 min.)

300 MIN
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3-15M        EXTRA EACH WAY

15M @ 250 TOP EACH WAY

WATER FEATURE 
FOR INSTALLATION - REFER TO MECHANICAL


