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Path at Playground Layout
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30 cm minimum depth
play gravel.  Top surface

of gravel is to be level.
Lower surface is to

follow the rough grade.

Refurbished Bonnecastle
bench

Refurbished Bonnecastle
bench

New Bonnecastle bench

Ornamental Flat Iron Slat
Trash Receptical c.w.

inserts.  Painted Black.
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1. This drawing shall not be used for construction unless signed and sealed by 
Landscape Architect.

2. Variations and modifications to the work shown will not be allowed without 
prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are the property of 
the Landscape Architect.  The copyright is reserved in the name of the 
Landscape Architect. No reproduction may be made without the prior 
written consent of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to reproduce these 
drawings for the purposes of bidding.  Such reproductions are not to be used 
for construction.
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20 cm square Poured in place 
concrete curb cw 10 m 
reinforcing in center - 
continuous, and 2.5 cm 
bulnose edge on non paving 
stone side.

Roman stone Header of 10 cm 
x 20 cm charcoal split face 
roman stone paver laid short 
side adjacent to curb as 
shown.

Autumn brown holland stone 
paver laid in pattern shown.

GGGGeeeennnneeeerrrraaaallll    NNNNooootttteeeessss
1. All dimensions are in meters unless otherwise noted
2. All existing trees, sidewalks, curbs, catch basins, culverts, 

survey markers, to remain are to be protected during 
construction.  Any damage to them is to be made good by 
the Contractor. Maintain positive drainage into all catch 
basins and curb inlets.

3. Contractor is to limit operations to the area within the area 
of work shown on the drawing.  Should areas outside of 
this limit be damaged during the course of construction, 
Contractor is to make good the damage at his own expense

4. Contractor is to obtain location of all utilities prior to 
construction. If using power equipment to excavate 
contractor must notify Hydro and Gas and telephone 
utilities and take steps to avoid damaging their 
installations.

5. Contractor to confirm all dimensions and report any 
discrepancies to Contract Administrator prior to 
construction.

6. Layout is to be approved by Contract Administrator prior 
to any construction or demolition/removals.

7. Where demolition/removal of items is called for all items 
removed from the Site are to be disposed of in a safe and 
legal manner.

8. Contractor is responsible for ensuring that items not 
scheduled to be removed or demolished are protected from 
damage.  Any damage to said items is to be made good by 
contractor at his cost.


