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Deciduous Tree Planting Detail2
L-4

20 mm ¿ 2 ply Garden Hose
over Soft Guy Wire 2.3 mm
(3/32") - 1 strand x 7 wires -

Non Corrosive

Heavy Duty Iron T-Rail type
Tree Stake Placed Outside of

RootBall 37 mm x 37 mm x 2.4
m Painted with Rust Inhibiting

Black Paint

Finished Grade

100 mm  Depth Local Wood Chip
Mulch

Wire Basket Balled & Burlapped

Scarify Sides and Bottom to
0.15 m  depth

Planting Mix

75 mm depth Watering Saucer

Ensure Tree Set Plumb

150 mm ¿ x 300 mm ht.
Corrugated Black Plastic Pipe

Burlap to be Removed from
Top 150 mm of RootBall

Set root ball on undisturbed
subgrade
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GGGGeeeennnneeeerrrraaaallll    NNNNooootttteeeessss
1. All dimensions are in meters unless otherwise noted
2. All existing trees, sidewalks, curbs, catch basins, culverts, 

survey markers, to remain are to be protected during 
construction.  Any damage to them is to be made good by 
the contractor. Maintain positive drainage into all catch 
basins and curb inlets.

3. Contractor is to limit operations to the area within the area 
of work shown on the drawing.  Should areas outside of 
this limit be damaged during the course of construction, 
Contractor is to make good the damage at his own expense

4. Contractor is to obtain location of all utilities prior to 
construction. If using power equipment to excavate 
contractor must notify Hydro and Gas and telephone 
utilities and take steps to avoid damaging their 
installations.

5. Contractor to confirm all dimensions and report any 
discrepancies to Contract Administrator prior to 
construction.

6. Layout is to be approved by Contract Administrator prior 
to any construction or demolition/removals.

7. Where demolition/removal of items is called for all items 
removed from the Site are to be disposed of in a safe and 
legal manner.

8. Contractor is responsible for ensuring that items not 
scheduled to be removed or demolished are protected from 
damage.  Any damage to said items is to be made good by 
Contractor at his cost.

Coniferous Tree Transplanting 3
L-4

2cm ¿ Garden Hose over Soft
Guy Wire 2.4 mm  - 1 strand x

7 wires - Non Corrosive

Finished Grade
75 mm Depth Local Wood Chip Mulch

Treespade

Planting Mix

75 mm depth Watering Saucer

Ensure Tree Set Plumb

15 cm. ¿ x 30 cm. ht.
Corrugated Black Plastic Pipe

Duckbill DB-68 Tree Anchor
Placed Outside of RootBall
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