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150mm W.M.

300mm L.D.S.

250mm W.W.S.

150mm W.M.

300mm L.D.S.

250mm W.W.S.
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UNDERGROUND STRUCTURES
LOCATION APPROVED

SUPV.  U/G  STRUCTURES
COMMITTEE

LOCATION OF UNDERGROUND STRUCTURES AS 
SHOWN ARE BASED ON THE BEST INFORMATION 
AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL 
EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN 
LOCATIONS ARE EXACT. CONFIRMATION OF 
EXISTENCE AND EXACT LOCATION OF ALL SERVICES 
MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES 
BEFORE PROCEEDING WITH CONSTRUCTION.

THE CITY OF WINNIPEG
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, Manitoba R3C 4X5

J.F.

1:300

July 2005

LUXTON COMMUNITY CENTER
SITE PLAN
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VERT.SCALE
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THIS DRAWING SHALL NOT BE USED FOR CONSTRUCTION PURPOSES UNTIL
SIGNED BELOW.

THE CONTRACTOR SHALL CHECK ALL DIMENSIONS AND OTHER DATA ON SITE AND
REPORT ANY DISCREPANCIES TO THE CONTRACT ADMINISTRATOR.

FIGURED DIMENSIONS TO BE TAKEN IN PREFERENCE TO SCALED DIMENSIONS.

ENGINEER'S /
LANDSCAPE ARCHITECT'S SEAL
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REMOVE EXISTING
BACKSTOP

REMOVE EXISTING
POST AND INSTALL
PORTABLE NET

REMOVE EXISTING POST
AND INSTALL PORTABLE 

NET

SIGN 

INSTALL 450  mm RETAINING 
WALL & 1.83 m CHAIN LINK FENCE

SEE DRAWING L.15-C3

REMOVE 
EXISTING STAIRS

& TIMBER WALL

REMOVE  EXISTING 
WATERBOX & CUT
OFF  50 mm SERVICE

KEEP EXISTING
LIGHT BASES ALONG

FENCE (3)

REMOVE EXISTING
CHAIN LINK FENCE

AND INSTALL 2.4 m CHAIN 
LINK FENCING

Existing Stairs

INSTALL CRAWL-OUT AS
PER DETAIL 3 - L.15-C3

RETAIN
EXISTING BACKSTOP

CUT BACK ASPHALT

REMOVE IRRIGATION
SYSTEM

INSTALL  50 mm WATER SERVICE 

INSTALL CRAWL-OUT AS
PER DETAIL 3 - L.15-C3

INSTALL CRAWL-OUT AS
PER DETAIL 3 - L.15-C3

L.15-C3
INSTALL METER PIT

ASSEMBLY
SEE SD - 241B

REMOVE 
EXISTING FENCEL.15-C3

REMOVE EXISTING
CONCRETE

LIGHT BASES (6)

LEGEND

X

EX. CONCRETE LIGHT BASE 

X X EXISTING CHAIN LINK FENCE

CITY PROPERTY

X X X PROPOSED CHAIN LINK FENCE

H/P HYDRO POLE

EXISTING WATER BOX

PRIVATE PROPERTY

NEW METER PIT 

 NOTES:

1.) ALL DEMOLITIONS/ REMOVABLE ITEMS WILL BE REMOVED, HAULED AWAY
AND LEGALLY DISPOSED OF.

2.) DETERMINE LOCATION OF ALL UNDERGROUND UTILITIES AND OBTAIN
CLEARENCES PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND 
STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE
BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR
 THAT THE GIVEN LOCATIONS ARE EXACT.

3.)CONTRACTOR RESPONSIBLE TO CLEAN UP SITE AFTER CONSTRUCTION.
THE CONTRACTOR SHALL RESTORE ALL AREAS OF THE SITE BEYOND THE 
ESTABLISHED LIMIT OF WORK TO AS GOOD OR BETTER THAN THE ORIGINAL CONDITION.

4.)ALL MEASUREMENTS AND DIMENSIONS ARE IN METRIC.

     

560 mm x 864 mm  DRAWING SHEET: SCALE IS AS NOTED      

LIGHTING


