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> %4 ) | 2 COURSES OF
5 | 190mm CONCRETE
g BLOCK
P H ALIGN CONCRETE ——— (NIC)
5 1 S BLOCK WITH EXTERIOR :
20" FACE OF CONCRETE 20M DOWELS FOR
COUNTERSUNK SEEFOT§BEIE i |= = =7 CMU WALL 1000 LG,
’ o = EMBED 500
SST BOLTS s QZ U 5
—/ — — —p— 1
6 x 35 NEOPRENE 6mm STAINLESS L102 x 89 x 9.5 "
GASKET ~10_ | 6 | STEEL FLAT HEAD SEE NOTE | PL. 250x250x12 @ 1200 O.C. TOP OF UPSTAND
SCREWS WITH 2 SQ C/W 4—128 x 200 LG. OR RC ROOF SLAB
. | = AT 300 CTRS ALL AROUND NELSON STUBS
S O 6| HSS 102 x 102 x
T T T AL CHECKERED PL 84 x 150 L6 )
J
| | 5 o Lo
HINGES @ 600 MAX |
MIN 2 HINGES PER PANEL / v . D;, /5MOBO0 DOWELS
BOLTS W/ NEOPRENE GASKET 6 x 40 NEOPRENE GASKET LOCATION ELEVATION TR ARAPE 1720 =
10mm SST PL TO SUIT HINGES ’
L65x55x8 ON HINGE SIDE S1/'AINLESS STEEL L64x64x6.4 NORTH ELEVATION 237170
FOR ANCHORAGE DETALS  t-soreh & 300 CTRS 125 EMBEDMENT
~_~ SOUTH ELEVATION
N FROM B1 — BN TO SE CORNER 236.670
EAST ELEVATION
NOTES FROM SE CORNER TO BC 236.670 DOUBLE TEES
1. INSTALL SST CHAIN. TACK WELD OR BOLT TO PL AND FRAME. CHAIN TO STOP :

P AT 20° PAST VERTICAL NOTE: FROM BC TO NE CORNER 237.170 CONCRETE WALL OR
2. HINGES TO BE STAINLESS STEEL FULL MORTISE BUTT HINGES WITH STAINLESS STEEL THE DETAIL IS APPLICABLE FOR AIR TIGHT COVERS. g Y
3. MAX WEIGHT TO BE 35 kg. NOTE:

4. SEE LIFTING EYE DETAILS AND PLANS FOR TYPE. ANGLE AND HSS TO BE SUPPLIED IN THIS CONTRACT NOTES:
AND INSTALLED IN SEPARATE CONTRACT. 1. DOWELS TO BE PROVIDED AND INSTALLED IN THIS CONTRACT.
2. COORDINATE LOCATION OF CMU WALL DOWELS WITH CONTRACT
ADMINISTRATOR.

m CHECKERED ALUMINUM HINGED FLOOR PLATE m CHECKERED ALUMINUM HINGED FLOOR PLATE m MASONRY SUPPORT AT FOUNDATION PARAPET AND CMU WALL DOWEL
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MEMBRANE

RIGID INSULATION
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r% 7/ DOUBLE LOCK NUT

PL 75x75x10 THK
WASHER TOP & BOT

POSSIBLE SPALLING ON U/S

/

[ % N PRECAST DOUBLE TEE DECK 7
DOUBLE LOCK NUT
|
%‘¥12¢ THREADED ROD
i
$\ MAX. PERMISSIBLE LOAD 20KG
NOTES:
1. ALL EXPOSED PLATES, ANGLES, ETC. TO BE HOT—DIPPED GALVANIZED
2. TOUCH UP ALL WELDS WITH ZINC—RICH PRIMER UPON COMPLETION
HANGER IN DOUBLE TEE DOUBLE TEE CONNECTION 3. ALL MATERIAL IN DOUBLE—TEE CONNECTIONS TO BE A304 STAINLESS STEEL (TYP)
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